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 MX2 on tarkoitettu erityisesti koneen 

ohjaukseen. Se on suunniteltu yhdistämään 

edistyksellinen moottorinohjaus 

koneohjaukseen. Edistyksellisten 

ohjausalgoritmien ansiosta MX2 takaa 

tasaisen ohjauksen aina nollanopeuteen asti 

ja on tarkka toiminnaltaan nopeissa 

syklisissä toimintajaksoissa. Lisäksi avoimen 

silmukan momenttiohjaus onnistuu vaivatta. 

MX2 tarjoaa kattavat koneohjaustoiminnot, 

kuten paikoituksen, nopeuden synkronoinnin 

ja logiikkaohjelmoinnin. MX2 on myös täysin 

integroitu Omronin älykkääseen 

automaatioympäristöön. MX2 on 

koneautomaation edelläkävijän todellinen 

ylpeyden aihe.

 Erikoismoottorit

 Yhden 
parametrin automaattinen viritys

 Avoimen 
silmukan 
momenttiohjaus

 200 % 
käynnistys-
momentti

•	 	Kestomagneettimoottorit•	 Suurnopeussähkömoottorit	jopa	
1000	hertsiin	saakka

•	 	MX2:n	käyttö	on	turvallista	ja	
sujuvaa	moottorin	kW-arvion	
syöttämisen	ansiosta

•	 	Ihanteellinen	ratkaisu	pientä	tai	keskisuurta	vääntöä	vaativiin	sovelluksiin

•	 	Käyttö	lähes	nollanopeudella	(0.5	Hz)
•	 Korkeiden	inertiakuormien	sujuva	hallinta
•	 Nopeiden	syklisten	kuormien	hallinta

  MOOTTORIN OHJAUS

 Moottorin ja
koneohjauksen harmoniaa
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 Paikoitus

 Logiikka-
ohjelmointi

 Turvapysäytys valmiina

•	 	CX-Drive-ohjelmointityökalun	liitäntä	
MX2:n	sisäänrakennettuun	USB-porttiin•	 Sisäänrakennettu	Modbus	RS485

•	 Lisäyksiköt	muun	muassa	EtherCATia,	
Profibusia,	DeviceNetiä	ja	ML-II:ta	
varten

•	 	Standardin	ISO-13849	luokan	3	ja	PLd-suorituskykytason	mukainen•	 2	turvapysäytystuloa•	 Ulkoinen	laitevalvonta	(EDM)

 KONEOHJAUS

•	 	Jopa	8	paikkatietoa	sekä	kotipaikan	hakutoiminto•	 Nopeuden	synkronointi

•	 	Flow	Chart	-ohjelmointi•	 Text	editor	-ohjelmointi•	 Intuitiivinen	-jopa	5	taskia	rinnan

 Integroitu Omronin Smart Platformiin

  MOOTTORIN OHJAUS
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220 VAC
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 Sataprosenttinen ohjaus

Vääntömomentti masteri

MX2:ssa	on	200	prosentin	
käynnistysmomentti	lähes	
nollanopeudessa	(0,5	Hz)	ja	sitä	
voidaan	käyttää	avoimen	silmukan	
momenttiohjaukseen.	Siksi	MX2:ta	
voidaan	käyttää	myös	sovelluksissa,	
joissa	on	ennen	käytetty	suljetun	
silmukan	vuovektoriohjattuja	
taajuusmuuttajia.	

Helppo verkkointegrointi 

Sisäänrakennettu	RS485	Modbus	
-tiedonsiirto	ja	tavalliset	
teollisuusverkot,	kuten	EtherCAT	(CoE	
-	CiA402	Drive	-profiiliin	
yhteensopivat),	MECHATROLINK-II,	
DeviceNet,	Profibus	tai	CompoNet,	
ovat	saatavissa	lisävarusteina.

Ulkoinen 24 VDC:n tehonsyöttö
jatkuvaa käyttöä varten

24	VDC:n	liitäntä	ilman	lisälaitteita	
MX2:een	takaa	keskusyksikön	
hallinnan	myös	silloin,	kun	pääsyöttö	
irrotetaan.	Tämä	ominaisuus	on	
olennaisen	tärkeä	hätätilanteissa,	sillä	
tällöin	pysähdys	on	hallittu	ja	
tietoliikenneasetukset	pysyvät	
käytössä.

	Voit	hallita	koneesi	dynamiikkaa	ja	suorituskykyä	
täydellisesti	suuren	käynnistysmomentin	sekä	avoimen	
silmukan	momenttiohjauksen	ansiosta.	Optiokortit	
kaikille	tärkeimmille	kenttäväylille	ja	ulkoinen	24	VDC:n	
tehonsyöttö.	Näin	kone	pysyy	täysin	ohjauksessasi.

Taajuusvaste versa muuttuva 
vääntömomentti
Esimerkissä 7,5 kW:n 4-napainen moottori

 Vä
än
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m

om
. (

%
)
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 .. 0% riskejä

Sisäänrakennetut turvatoiminnot:
ISO 13849-1 standardin luokka 3

Taajuusmuuttajan	lähdössä	ei	tarvita	
enää	kahta	kontaktoria.	Suora	yhteys	
turvaohjaimeen	tekee	muuttajasta	
ISO	13849-1	standardin	luokan	
3	mukaisen.

EDM-monitorointilähtö

EDM-monitorointilähtö	takaa	
muuttajan	turvatoiminnon.	Näin	
sinun	ei	enää	tarvitse	maksaa	
erikseen	ulkoisten	laitteiden	
johdotuksesta.

Suora integrointi suojapiiriin

MX2-taajuusmuuttajat	ovat	helposti	
asennettavissa	suojapiiriin.	
Turvatulot	voidaan	kytkeä	
muuttajasta	toiseen	ilman	
ylimääräisiä	turvareleitä.

	ISO	13849-1	standardin,	luokan	3	mukainen	turvatoiminto	
on	sisäänrakennettu	MX2-taajuusmuuttajaan.	MX2:ssa	on	
kaksi	turvatuloa	sekä	EDM-monitorointilähtö.	
Moottorin	puolella	ei	tarvita	ulkoisia	kontaktoreita,	jolloin	
muuttaja	on	yksinkertaisempi	johdottaa.

 Varmennettu turvatulo  Kahden turvatulon ketju

 EDM-lähtö
 EDM-turvalähdön ketju

Order/version: 2461270/011 (width: 210mm, height: 297mm) 
Print type: MX2 Brochure 2012, Full color, with extra spotcolor(s) 
Produced  by Adnovate on 03-may-2012 at 12:28:17 in Adobe InDesign 7.0.4.553 
Low resolution proof not suitable for production purposes 
Page: 5



 Paikoita ja aja!

Paikoitustoiminnot

Edistyneiden	sovellusominaisuuksien	ansiosta	MX2	voi	
ratkaista	yksinkertaisia	paikoitustehtäviä	myös	ilman	
ulkoista	paikoitusohjainta.	Käyttäjä	voi	ohjelmoida	jopa	
kahdeksan	paikkaa	sekä	kotipaikan.	Lisäksi	MX2	
voidaan	tarpeen	mukaan	asettaa	joko	nopeus-	tai	
paikoitus	toimintatilaan.

Nopeuden synkronointi

Nopeuden	synkronointi	on	mahdollista	ilman	ulkoista	
laitteistoa	ja	vakioparametriasetuksilla.	MX2	toimii	
ulkoisen	pulssigeneraattorin/enkooderin	
nopeussignaalin	seuraajana	aina	32	kilohertsiin	
saakka..

	MX2:ssa	käyttö-	ja	paikoitusohjain	ovat	samassa	
laitteessa.	Se	on	ihanteellinen	ratkaisu	modulaarisilla	
koneilla,	joissa	tarvitaan	kohtalaista	liiketarkkuutta.	
Myös	nopeussynkronointi	on	mahdollista	ilman	
lisäohjelmointia.
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 Ohjelmoi ja käytä!

Ohjelmoinnin vapaus

•	Intuitiivinen	ja	helppokäyttöinen	

vuokaavio-ohjelmointi

•	Sisäänrakennettu	CX-Driveen

•	Jopa	1	000	ohjelmointiriviä

•	Viiden	eri	tehtävän	suorittaminen	rinnakkain

	MX2	antaa	sinulle	vallan	luoda	sovelluksia	vakio-
ominaisuuksiin	kuuluvan	logiikkaohjelmoinnin	avulla.	
Intuitiivisella	vuokaavio-ohjelmointityökalun	avulla	voit	
tehdä	sovellusohjelmia	aina	1	000	ohjelmariviin	asti	ja	
suorittaa	jopa	viittä	eri	tehtävää	rinnakkain.

Sisääntulo

 Loppu

 Lbl0001

 Lbl0002

 Tarra

 Tarra

 Jos X(00)=1 siirry

 U(01):=20

 Odota, TD(0)=1 Ajastin pysäytetty, TD (0)

 Epätosi

 Tosi

 Seuraava lohko
 Seuraava lohko

 Siirry  Siirry

 Ajastin asetettu, TD 
(0) U(01)
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8 Frequency inverters

MX2
Born to drive machines
• Current vector control
• High starting torque: 200% at 0.5 Hz
• Double rating VT 120%/1 min and CT 150%/1 min
• Speed range up to 1000 Hz
• IM & PM motor control
• Torque control in open loop vector
• Positioning functionality
• Built-in application functionality (i.e. Brake control)
• Built-in logic programing
• Safety embedded compliant with ISO13849-1 (double input 

circuit and external device monitor EDM)
• USB port for PC programming
• 24 VDC backup supply for control board
• Fieldbus communications: Modbus, DeviceNet, Profibus, 

Componet, Ethercat, ML-II and Ethernet/IP
• PC configuration tool: CX-Drive
• RoHS, CE, cULus

Ratings
• 200 V Class single-phase 0.1 to 2.2 kW
• 200 V Class three-phase 0.1 to 15.0 kW
• 400 V Class three-phase 0.4 to 15.0 kW 

 

System configuration

Choke

LCD 5 lines remote 
operator

Remote operator 
extension cable

Output AC reactor

Communication option board

USB cable

Braking resistor

Installation accessory

CX-Drive 
CX-One

MCCB

MX2

Filter

Input AC reactor

Motor

Ground

Power 
supply

DC reactor
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8 Frequency inverters

MX2
Born to drive machines
• Current vector control
• High starting torque: 200% at 0.5 Hz
• Double rating VT 120%/1 min and CT 150%/1 min
• Speed range up to 1000 Hz
• IM & PM motor control
• Torque control in open loop vector
• Positioning functionality
• Built-in application functionality (i.e. Brake control)
• Built-in logic programing
• Safety embedded compliant with ISO13849-1 (double input 

circuit and external device monitor EDM)
• USB port for PC programming
• 24 VDC backup supply for control board
• Fieldbus communications: Modbus, DeviceNet, Profibus, 

Componet, Ethercat, ML-II and Ethernet/IP
• PC configuration tool: CX-Drive
• RoHS, CE, cULus

Ratings
• 200 V Class single-phase 0.1 to 2.2 kW
• 200 V Class three-phase 0.1 to 15.0 kW
• 400 V Class three-phase 0.4 to 15.0 kW 

 

System configuration

Choke

LCD 5 lines remote 
operator

Remote operator 
extension cable

Output AC reactor

Communication option board

USB cable

Braking resistor

Installation accessory

CX-Drive 
CX-One

MCCB

MX2

Filter

Input AC reactor

Motor

Ground

Power 
supply

DC reactor

MX2 9

Type designation

200 V class

400 V class

Specifications

Single-phase: 3G3MX2-@ B001 B002 B004 B0071

1. Three phase model use forced-air-cooling but single phase model is self cooling.

B015 B022 - - - - -

Three-phase: 3G3MX2-@ 2001 2002 2004 2007 2015 2022 2037 2055 2075 2110 2150

Motor 
kW2

2. Based on a standard 3-Phase standard motor.

For VT setting 0.2 0.4 0.55 1.1 2.2 3.0 5.5 7.5 11 15 18.5
For CT setting 0.1 0.2 0.4 0.75 1.5 2.2 3.7 5.5 7.5 11 15

O
u

tp
u

t 
ch

ar
ac

te
ri

st
ic

s

Inverter capacity  kVA

200 VT 0.4 0.6 1.2 2.0 3.3 4.1 6.7 10.3 13.8 19.3 23.9

200 CT 0.2 0.5 1.0 1.7 2.7 3.8 6.0 8.6 11.4 16.2 20.7

240 VT 0.4 0.7 1.4 2.4 3.9 4.9 8.1 12.4 16.6 23.2 28.6

240 CT 0.3 0.6 1.2 2.0 3.3 4.5 7.2 10.3 13.7 19.5 24.9
Rated  output  current (A) at VT 1.2 1.9 3.5 6.0 9.6 12.0 19.6 30.0 40.0 56.0 69.0
Rated  output  current (A) at CT 1.0 1.6 3.0 5.0 8.0 11.0 17.5 25.0 33.0 47.0 60.0
Max. output voltage Proportional to input voltage: 0..240 V
Max. output frequency 1000 Hz3

3. Above 400 Hz with some function limitation.

P
o

w
er

 
su

p
p

ly

Rated input voltage
and frequency

Single-phase 200..240 V 50/60 Hz
3-phase 200..240 V 50/60 Hz

Allowable voltage fluctuation -15%..+10% 
Allowable frequency fluctuation 5%

Braking torque

At short-time 
deceleration 
At capacitor 
feedback

100%: <50Hz
50%: <60Hz 

70%: 
<50Hz 
50%: 

<60Hz

Approx 20% -

Cooling method Self cooling4

4. Forced air cooling for IP54 models

Forced-air-cooling

Three-phase: 3G3MX2-@ 4004 4007 4015 4022 4030 4040 4055 4075 4110 4150

Motor 
kW1

1. Based on a standard 3-Phase standard motor.

For VT setting 0.75 1.5 2.2 3.0 4.0 5.5 7.5 11 15 18.5
For CT setting 0.4 0.75 1.5 2.2 3.0 4.0 5.5 7.5 11 15

O
u

tp
u

t 
ch

ar
ac

te
ri

st
ic

s Inverter capacity  kVA

380 VT 1.3 2.6 3.5 4.5 5.7 7.3 11.5 15.1 20.4 25.0

380 CT 1.1 2.2 3.1 3.6 4.7 6.0 9.7 11.8 15.7 20.4

480 VT 1.7 3.4 4.4 5.7 7.3 9.2 14.5 19.1 25.7 31.5

480 CT 1.4 2.8 3.9 4.5 5.9 7.6 12.3 14.9 19.9 25.7
Rated output current (A) at VT 2.1 4.1 5.4 6.9 8.8 11.1 17.5 23.0 31.0 38.0
Rated output current (A) at CT 1.8 3.4 4.8 5.5 7.2 9.2 14.8 18.0 24.0 31.0
Max. output voltage Proportional to input voltage: 0..480 V
Max. output frequency 1000 Hz2

2. Above 400 Hz with some function limitation.

P
o

w
er

 
su

p
p

ly

Rated input voltage
and frequency 3-phase 380..480 V 50/60 Hz

Allowable voltage 
fluctuation -15%..+10% 

Allowable frequency 
fluctuation 5%

Braking torque

At short-time 
deceleration *3

At capacitor 
feedback

100%: <50Hz
50%: <60Hz 

70%: 
<50Hz 
50%: 

<60Hz

-

Cooling method Self cooling3

3. Forced air cooling for IP54 models

Forced-air-cooling

    

MX2 series

3 G 3 M X 2 - A B 0 0 2 - E @

A: IP20
D: IP54 (Includes Class 2 EMC filter) 

Voltage:
B: Single-phase 200 VAC
2: Three-phase 200 VAC
4:  Three-phase 400 VAC

 
Max. applicable motor output
002:  0,2 kW ~

150:  15,0 kW 

E: Europe standard

C: IP54 ready for customization
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10 Frequency inverters

Common specifications

Specifications

Model number
3G3MX2

Specifications

C
o

n
tr

o
l f

u
n

ct
io

n
s

Control methods Phase-to-phase sinusoidal pulse with modulation PWM  (Sensorless vector control, V/F) 

Output frequency range 0.10..1000.00 Hz (with restrictions above 400Hz)

Frequency precision
Digital set value: ±0.01% of the max. frequency
Analogue set value: ±0.2%  of the max. frequency (25 ±10ºC)

Resolution of frequency set value
Digital set value: 0.01 Hz 
Analogue set value: 1/1000 of maximum frequency

Resolution of output frequency 0.01Hz

Starting torque 200% / 0.5 Hz

Overload capability
Dual rating: 
Heavy duty (CT): 150% for 1 minute
Normal Duty (VT): 120% for 1 minute

Frequency set value 0 to 10 VDC (10 K), 4 to 20 mA (100 ), RS485 Modbus, Network options 

V/f Characteristics Constant/ reduced torque, free V/f

F
u

n
ct

io
n

al
it

y

Inputs signals

FW (forward run command), RV (reverse run command), CF1~CF4 (multi-stage speed setting), JG (jog command), DB (ex-
ternal braking), SET (set second motor), 2CH (2-stage accel./decel. command), FRS (free run stop command), EXT (external 
trip), USP (startup function), CS (commercial power switchover), SFT (soft lock), AT (analog input selection), RS (reset), PTC 
(thermistor thermal protection), STA (start), STP (stop), F/R (forward/reverse), PID (PID disable), PIDC (PID reset), UP (re-
mote control up function), DWN (remote control down function), UDC (remote control data clear), OPE (operator control), 
SF1~SF7 (multi-stage speed setting; bit operation), OLR (overload restriction), TL (torque limit enable), TRQ1 (torque limit 
changeover1), TRQ2 (torque limit changeover2), BOK (Braking confirmation), LAC (LAD cancellation), PCLR (position devi-
ation clear), ADD (add frequency enable), F-TM (force terminal mode), ATR (permission of torque command input), KHC (Cu-
mulative power clear), MI1~MI7 (general purpose inputs for EzSQ), AHD (analog command hold), CP1~CP3 (multistage-
position switches), ORL (limit signal of zero-return), ORC (trigger signal of zero-return), SPD (speed/position changeover), 
GS1~GS2 (STO inputs, safety related signals), 485 (Starting communication signal), PRG (executing EzSQ program), HLD 
(retain output frequency), ROK (permission of run command), EB (rotation direction detection of B-phase), DISP (display lim-
itation), OP (option control signal), NO (no function)

Output signals

RUN (run signal), FA1~FA5 (frequency arrival signal), OL,OL2 (overload advance notice signal), OD (PID deviation error sig-
nal), AL (alarm signal), OTQ (over/under torque threshold), UV (under-voltage), TRQ (torque limit signal), RNT (run time ex-
pired), ONT (power ON time expired), THM (thermal warning), BRK (brake release), BER (brake error), ZS (0Hz detection), 
DSE (speed deviation excessive), POK (positioning completion), ODc (analog voltage input disconnection), OIDc (analog 
current input disconnection), FBV (PID second stage output), NDc (network disconnect detection), LOG1~LOG3 (Logic out-
put signals), WAC (capacitor life warning), WAF (cooling fan warning), FR (starting contact), OHF (heat sink overheat warn-
ing), LOC (Low load), MO1~MO3 (general outputs for EzSQ), IRDY (inverter ready), FWR (forward operation), RVR (reverse 
operation), MJA (major failure), WCO (window comparator O), WCOI (window comparator OI), FREF (frequency command 
source), REF (run command source), SETM (second motor in operation), EDM (STO (safe torque off) performance monitor), 
OP (option control signal), NO (no function)

Standard functions

Free-V/f, manual/automatic torque boost, output voltage gain adjustment, AVR function, reduced voltage start, motor data 
selection, auto-tuning, motor stabilization control, reverse running protection, simple position control, simple torque control, 
torque limiting, automatic carrier frequency reduction, energy saving operation, PID function, non-stop operation at 
instantaneous power failure, brake control, DC injection braking, dynamic braking (BRD), frequency upper and lower 
limiters, jump frequencies, curve accel and decel (S, U, inversed U,EL-S), 16-stage speed profile, fine adjustment of start 
frequency, accel and decel stop, process jogging, frequency calculation, frequency addition, 2-stage accel/decel, stop mode 
selection, start/end freq., analog input filter, window comparators, input terminal response time, output signal delay/hold 
function, rotation direction restriction, stop key selection, software lock, safe stop function, scaling function, display 
restriction, password function, user parameter, initialization, initial display selection, cooling fan control, warning, trip retry, 
frequency pull-in restart, frequency matching, overload restriction, over current restriction, DC bus voltage AVR

Analogue inputs 2 analogue inputs 0 to 10 V (10 K), 4 to 20 mA (100 )

Pulse train input terminal 0 to 10 V (up to 24 V), up to 32 kHz

Accel/Decel times 0.01 to 3600.0 s (line/curve selection), 2nd accel/decel setting available

Display
Status indicator LED’s Run, Program, Alarm, Power, Hz, Amps
Digital operator: Available to monitor 32 items: frequency reference, output current, output frequency...

P
ro

te
ct

io
n

 f
u

n
ct

io
n

s 

Motor overload protection Electronic Thermal overload relay and PTC thermistor input

Instantaneous overcurrent 200% of rated current

Overload
Dual rating: 
Heavy duty (CT): 150% for 1 minute
Normal Duty (VT): 120% for 1 minute

Overvoltage 800 V for 400 V type and 400 V for 200 V type

Undervoltage 345 V for 400 V type and 172.5 V for 200 V type

Momentary power loss Following items are selectable: Alarm, decelerates to stop, decelerates to stop with DC bus controlled, restart 

Cooling fin overheat Temperature monitor and error detection

Stall prevention level Stall prevention during acceleration/deceleration and constant speed

Ground fault Detection at power-on 

Power charge indication On when  power is supplied to the control part

A
m

b
ie

n
t 

co
n

d
it

io
n

s Degree of protection IP20, Varnish coating on PCB & IP54 (For 3G3MX2-D@  type)

Ambient humidity 90% RH or less (without condensation)

Storage temperature -20ºC..+65ºC (short-term temperature during transportation)

Ambient temperature1

1. Some types of 3G3MX2-D requires special derating depending on installation conditions and carrier frequency selected. Check the manual for details

10C to 50ºC (Both the carrier frequency and output current need to be reduced over 40ºC)

Installation Indoor (no corrosive gas, dust, etc.)

Installation height Max. 1000 m

Vibration 5.9 m/s2 (0.6G), 10 to 55 Hz
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10 Frequency inverters

Common specifications

Specifications

Model number
3G3MX2

Specifications
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V/f Characteristics Constant/ reduced torque, free V/f
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Inputs signals

FW (forward run command), RV (reverse run command), CF1~CF4 (multi-stage speed setting), JG (jog command), DB (ex-
ternal braking), SET (set second motor), 2CH (2-stage accel./decel. command), FRS (free run stop command), EXT (external 
trip), USP (startup function), CS (commercial power switchover), SFT (soft lock), AT (analog input selection), RS (reset), PTC 
(thermistor thermal protection), STA (start), STP (stop), F/R (forward/reverse), PID (PID disable), PIDC (PID reset), UP (re-
mote control up function), DWN (remote control down function), UDC (remote control data clear), OPE (operator control), 
SF1~SF7 (multi-stage speed setting; bit operation), OLR (overload restriction), TL (torque limit enable), TRQ1 (torque limit 
changeover1), TRQ2 (torque limit changeover2), BOK (Braking confirmation), LAC (LAD cancellation), PCLR (position devi-
ation clear), ADD (add frequency enable), F-TM (force terminal mode), ATR (permission of torque command input), KHC (Cu-
mulative power clear), MI1~MI7 (general purpose inputs for EzSQ), AHD (analog command hold), CP1~CP3 (multistage-
position switches), ORL (limit signal of zero-return), ORC (trigger signal of zero-return), SPD (speed/position changeover), 
GS1~GS2 (STO inputs, safety related signals), 485 (Starting communication signal), PRG (executing EzSQ program), HLD 
(retain output frequency), ROK (permission of run command), EB (rotation direction detection of B-phase), DISP (display lim-
itation), OP (option control signal), NO (no function)

Output signals

RUN (run signal), FA1~FA5 (frequency arrival signal), OL,OL2 (overload advance notice signal), OD (PID deviation error sig-
nal), AL (alarm signal), OTQ (over/under torque threshold), UV (under-voltage), TRQ (torque limit signal), RNT (run time ex-
pired), ONT (power ON time expired), THM (thermal warning), BRK (brake release), BER (brake error), ZS (0Hz detection), 
DSE (speed deviation excessive), POK (positioning completion), ODc (analog voltage input disconnection), OIDc (analog 
current input disconnection), FBV (PID second stage output), NDc (network disconnect detection), LOG1~LOG3 (Logic out-
put signals), WAC (capacitor life warning), WAF (cooling fan warning), FR (starting contact), OHF (heat sink overheat warn-
ing), LOC (Low load), MO1~MO3 (general outputs for EzSQ), IRDY (inverter ready), FWR (forward operation), RVR (reverse 
operation), MJA (major failure), WCO (window comparator O), WCOI (window comparator OI), FREF (frequency command 
source), REF (run command source), SETM (second motor in operation), EDM (STO (safe torque off) performance monitor), 
OP (option control signal), NO (no function)

Standard functions

Free-V/f, manual/automatic torque boost, output voltage gain adjustment, AVR function, reduced voltage start, motor data 
selection, auto-tuning, motor stabilization control, reverse running protection, simple position control, simple torque control, 
torque limiting, automatic carrier frequency reduction, energy saving operation, PID function, non-stop operation at 
instantaneous power failure, brake control, DC injection braking, dynamic braking (BRD), frequency upper and lower 
limiters, jump frequencies, curve accel and decel (S, U, inversed U,EL-S), 16-stage speed profile, fine adjustment of start 
frequency, accel and decel stop, process jogging, frequency calculation, frequency addition, 2-stage accel/decel, stop mode 
selection, start/end freq., analog input filter, window comparators, input terminal response time, output signal delay/hold 
function, rotation direction restriction, stop key selection, software lock, safe stop function, scaling function, display 
restriction, password function, user parameter, initialization, initial display selection, cooling fan control, warning, trip retry, 
frequency pull-in restart, frequency matching, overload restriction, over current restriction, DC bus voltage AVR

Analogue inputs 2 analogue inputs 0 to 10 V (10 K), 4 to 20 mA (100 )

Pulse train input terminal 0 to 10 V (up to 24 V), up to 32 kHz

Accel/Decel times 0.01 to 3600.0 s (line/curve selection), 2nd accel/decel setting available

Display
Status indicator LED’s Run, Program, Alarm, Power, Hz, Amps
Digital operator: Available to monitor 32 items: frequency reference, output current, output frequency...

P
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Motor overload protection Electronic Thermal overload relay and PTC thermistor input

Instantaneous overcurrent 200% of rated current

Overload
Dual rating: 
Heavy duty (CT): 150% for 1 minute
Normal Duty (VT): 120% for 1 minute

Overvoltage 800 V for 400 V type and 400 V for 200 V type

Undervoltage 345 V for 400 V type and 172.5 V for 200 V type

Momentary power loss Following items are selectable: Alarm, decelerates to stop, decelerates to stop with DC bus controlled, restart 

Cooling fin overheat Temperature monitor and error detection

Stall prevention level Stall prevention during acceleration/deceleration and constant speed

Ground fault Detection at power-on 

Power charge indication On when  power is supplied to the control part

A
m
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s Degree of protection IP20, Varnish coating on PCB & IP54 (For 3G3MX2-D@  type)

Ambient humidity 90% RH or less (without condensation)

Storage temperature -20ºC..+65ºC (short-term temperature during transportation)

Ambient temperature1

1. Some types of 3G3MX2-D requires special derating depending on installation conditions and carrier frequency selected. Check the manual for details

10C to 50ºC (Both the carrier frequency and output current need to be reduced over 40ºC)

Installation Indoor (no corrosive gas, dust, etc.)

Installation height Max. 1000 m

Vibration 5.9 m/s2 (0.6G), 10 to 55 Hz

MX2 11

IP20

Option board

Note: Option boards could be fitted inside the IP54 model

Dimensions

Voltage class Inverter model  
3G3MX2-A@ Figure

Dimensions in mm 
W W1 H H1 t D D1 D2 d Weight (KG)

Single-phase 
200 V

B001 1
68 56 128 118

-

109 13.5
- -

1.0
B002 1 1.0
B004 1 123 27 1.1
B007 2

108 96 128 118 170.5 55 4.4 4.5
1.4

B015 2 1.8
B022 2 1.8

Three-phase 
200 V

2001 1

68 56 128 118
-

109 13.5
- -

1.0
2002 1 1.0
2004 1 113 27 1.1
2007 1 146 50 1.2
2015 2

108 96 128 118 170.5 55 4.4
4.5

1.6
2022 2 1.8
2037 3 140 128 128 118 5 170.5 55 4.4 2.0
2055 3

140 122 260 248 6 155 73.3 6 6
3.0

2075 3 3.4
2110 3 180 160 296 284 7 175 97 5 7 5.1
2150 3 220 192 350 336 7 175 84 5 7 7.4

Three-phase
400 V

4004 2

108 96 128 118 -

144
28

- -

1.5
4007 2 171 1.6
4015 2

171 55
1.8

4022 2 1.9
4030 2 1.9
4040 3

140
128 128 118 5 171 55 4.4 4.5 2.1

4055 3
122 260 248 6 155 73.3 6 6

3.5
4075 3 3.5
4110 3

180 160 296 284 7 175 97 5 7
4.7

4150 3 5.2
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12 Frequency inverters

IP54

Figure 1 Figure 2 Figure 3 Figure 4
3G3MX2-DB001-E 3G3MX2-DB001-EC 3G3MX2-D2055-EC 3G3MX2-D2110-EC
3G3MX2-DB002-E 3G3MX2-DB002-EC 3G3MX2-D2075-EC 3G3MX2-D2150-EC
3G3MX2-DB004-E 3G3MX2-DB004-EC 3G3MX2-D4055-EC 3G3MX2-D4110-EC
3G3MX2-D2001-E 3G3MX2-DB007-EC 3G3MX2-D4075-EC 3G3MX2-D4150-EC
3G3MX2-D2002-E 3G3MX2-DB015-EC

-

3G3MX2-D2004-E 3G3MX2-DB022-EC
3G3MX2-D2007-E 3G3MX2-D2001-EC

3G3MX2-D2002-EC
3G3MX2-D2004-EC
3G3MX2-D2007-EC
3G3MX2-D2015-EC
3G3MX2-D2022-EC
3G3MX2-D2037-EC
3G3MX2-D4004-EC
3G3MX2-D4007-EC
3G3MX2-D4015-EC
3G3MX2-D4022-EC
3G3MX2-D4030-EC
3G3MX2-D4040-EC
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12 Frequency inverters

IP54

Figure 1 Figure 2 Figure 3 Figure 4
3G3MX2-DB001-E 3G3MX2-DB001-EC 3G3MX2-D2055-EC 3G3MX2-D2110-EC
3G3MX2-DB002-E 3G3MX2-DB002-EC 3G3MX2-D2075-EC 3G3MX2-D2150-EC
3G3MX2-DB004-E 3G3MX2-DB004-EC 3G3MX2-D4055-EC 3G3MX2-D4110-EC
3G3MX2-D2001-E 3G3MX2-DB007-EC 3G3MX2-D4075-EC 3G3MX2-D4150-EC
3G3MX2-D2002-E 3G3MX2-DB015-EC

-

3G3MX2-D2004-E 3G3MX2-DB022-EC
3G3MX2-D2007-E 3G3MX2-D2001-EC

3G3MX2-D2002-EC
3G3MX2-D2004-EC
3G3MX2-D2007-EC
3G3MX2-D2015-EC
3G3MX2-D2022-EC
3G3MX2-D2037-EC
3G3MX2-D4004-EC
3G3MX2-D4007-EC
3G3MX2-D4015-EC
3G3MX2-D4022-EC
3G3MX2-D4030-EC
3G3MX2-D4040-EC
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MX2 13

Rasmi footprint filters

Schaffner footprint filters

Input AC Reactor

DC Reactor

Rasmi model
Dimensions

W H L X Y M

1x200 V

AX-FIM1010-RE 71 45 169 156 51 M4

AX-FIM1014-RE 111 50 169 156 91 M4

AX-FIM1024-RE 111 50 169 156 91 M4

3x200 V

AX-FIM2010-RE 82 50 194 181 62 M4

AX-FIM2020-RE 111 50 169 156 91 M4

AX-FIM2030-RE 144 50 174 161 120 M4

AX-FIM2060-RE 150 52 320 290 122 M5

AX-FIM2080-RE 188 62 362 330 160 M5

AX-FIM2100-RE 220 62 415 380 192 M6

3x400 V

AX-FIM3005-RE 114 46 169 156 91 M4

AX-FIM3010-RE 114 46 169 156 91 M4

AX-FIM3014-RE 144 50 174 161 120 M4

AX-FIM3030-RE 150 52 306 290 122 M5

AX-FIM3050-RE 182 62 357 330 160 M5

Rasmi model
Dimensions

W H L X Y A B M

1x200 V
AX-FIM1010-SE-V1 70 40 166 156 51 150 50 M5

AX-FIM1024-SE-V1 110 50 166 156 91 150 80 M5

3x200 V

AX-FIM2010-SE-V1 80 40 191 181 62 150 50 M5

AX-FIM2020-SE-V1 110 50 160 156 91 150 80 M5

AX-FIM2030-SE-V1 142 50 171 161 120 150 112 M5

AX-FIM2060-SE-V1 140 55 304 290 122 286 112 M5

AX-FIM2080-SE-V1 180 55 344 330 160 323 140 M5

AX-FIM2100-SE-V1 220 65 394 380 192 376 180 M5

3x400 V

AX-FIM3005-SE-V1 110 50 166 156 91 150 80 M5

AX-FIM3010-SE-V1 110 50 166 156 91 150 80 M5

AX-FIM3014-SE-V1 142 50 171 161 120 150 112 M5

AX-FIM3030-SE-V1 140 55 304 290 122 286 112 M5

AX-FIM3050-SE-V1 180 55 344 330 160 323 140 M5

Voltage Reference
Dimensions Weight 

kgA B2 C2 D E F

200 V

AX-RAI02800080-DE 120 70 120 80 52 5.5 1.78
AX-RAI00880200-DE 120 80 120 80 62 5.5 2.35
AX-RAI00350335-DE 180 85 190 140 55 6 5.5
AX-RAI00180670-DE 180 85 190 140 55 6 5.5

400 V

AX-RAI07700050-DE 120 70 120 80 52 5.5 1.78
AX-RAI03500100-DE 120 80 120 80 62 5.5 2.35
AX-RAI01300170-DE 120 80 120 80 62 5.5 2.50
AX-RAI00740335-DE 180 85 190 140 55 6 5.5

Voltage Reference
Dimensions Weight 

kgA B C D E F G H

200 V

AX-RC21400016-DE

84 113

96

101 66 5 7.5 2

1.22
AX-RC10700032-DE
AX-RC06750061-DE

105 1.60
AX-RC03510093-DE
AX-RC02510138-DE 116 1.95
AX-RC01600223-DE 108 135 124 120 82 6.5

9.5
9.5 3.20

AX-RC01110309-DE
120 152

136
135 94

7 -

5.20
AX-RC00840437-DE 146 6.00
AX-RC00590614-DE

150 177
160

160 115 2
11.4

AX-RC00440859-DE 182.6 14.3

L1 N

N
'

L1'

A
X-

FI
M

10
24

-S
E-

V1

LOAD

LINE

XA

Y
B

L

H W
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14 Frequency inverters

Output AC Reactor

Chokes

400 V

AX-RC43000020-DE

84 113

96

101 66 5 7.5 2

1.22
AX-RC27000030-DE

105 1.60
AX-RC14000047-DE
AX-RC10100069-DE 116 1.95
AX-RC06400116-DE 108 135 133 120 82 6.5

9.5
9.5 3.70

AX-RC04410167-DE
120 152

136
135 94 7

-

5.20
AX-RC03350219-DE 146 6.00
AX-RC02330307-DE

150 177
160

160 115 7 2
11.4

AX-RC01750430-DE 182.6 14.3

Voltage Reference
Dimensions Weight 

kgA B2 C2 D E F

200 V

AX-RAO11500026-DE 120 70 120 80 52 5.5 1.78
AX-RAO07600042-DE 120 70 120 80 52 5.5 1.78
AX-RAO04100075-DE 120 80 120 80 62 5.5 2.35
AX-RAO03000105-DE 120 80 120 80 62 5.5 2.35
AX-RAO01830180-DE 180 85 190 140 55 6 5.5
AX-RAO01150220-DE 180 85 190 140 55 6 5.5
AX-RAO00950320-DE 180 85 205 140 55 6 6.5
AX-RAO00630430-DE 180 95 205 140 65 6 9.1
AX-RAO00490640-DE 180 95 205 140 65 6 9.1

400 V

AX-RAO16300038-DE 120 70 120 80 52 5.5 1.78
AX-RAO11800053-DE 120 80 120 80 52 5.5 2.35
AX-RAO07300080-DE 120 80 120 80 62 5.5 2.35
AX-RAO04600110-DE 180 85 190 140 55 6 5.5
AX-RAO03600160-DE 180 85 205 140 55 6 6.5
AX-RAO02500220-DE 180 95 205 140 55 6 9.1
AX-RAO02000320-DE 180 105 205 140 85 6 11.7

Reference D 
diameter

Motor
kW

Dimensions Weight 
kgL W H X Y m

AX-FER2102-RE 21 < 2.2 85 22 46 70 - 5 0.1
AX-FER2515-RE 25 < 15 105 25 62 90 - 5 0.2
AX-FER5045-RE 50 < 45 150 50 110 125 30 5 0.7

Voltage Reference
Dimensions Weight 

kgA B C D E F G H

X

H

YW Ø m

L

Ø d
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14 Frequency inverters

Output AC Reactor

Chokes

400 V

AX-RC43000020-DE

84 113

96

101 66 5 7.5 2

1.22
AX-RC27000030-DE

105 1.60
AX-RC14000047-DE
AX-RC10100069-DE 116 1.95
AX-RC06400116-DE 108 135 133 120 82 6.5

9.5
9.5 3.70

AX-RC04410167-DE
120 152

136
135 94 7

-

5.20
AX-RC03350219-DE 146 6.00
AX-RC02330307-DE

150 177
160

160 115 7 2
11.4

AX-RC01750430-DE 182.6 14.3

Voltage Reference
Dimensions Weight 

kgA B2 C2 D E F

200 V

AX-RAO11500026-DE 120 70 120 80 52 5.5 1.78
AX-RAO07600042-DE 120 70 120 80 52 5.5 1.78
AX-RAO04100075-DE 120 80 120 80 62 5.5 2.35
AX-RAO03000105-DE 120 80 120 80 62 5.5 2.35
AX-RAO01830180-DE 180 85 190 140 55 6 5.5
AX-RAO01150220-DE 180 85 190 140 55 6 5.5
AX-RAO00950320-DE 180 85 205 140 55 6 6.5
AX-RAO00630430-DE 180 95 205 140 65 6 9.1
AX-RAO00490640-DE 180 95 205 140 65 6 9.1

400 V

AX-RAO16300038-DE 120 70 120 80 52 5.5 1.78
AX-RAO11800053-DE 120 80 120 80 52 5.5 2.35
AX-RAO07300080-DE 120 80 120 80 62 5.5 2.35
AX-RAO04600110-DE 180 85 190 140 55 6 5.5
AX-RAO03600160-DE 180 85 205 140 55 6 6.5
AX-RAO02500220-DE 180 95 205 140 55 6 9.1
AX-RAO02000320-DE 180 105 205 140 85 6 11.7

Reference D 
diameter

Motor
kW

Dimensions Weight 
kgL W H X Y m

AX-FER2102-RE 21 < 2.2 85 22 46 70 - 5 0.1
AX-FER2515-RE 25 < 15 105 25 62 90 - 5 0.2
AX-FER5045-RE 50 < 45 150 50 110 125 30 5 0.7

Voltage Reference
Dimensions Weight 

kgA B C D E F G H

X

H

YW Ø m

L

Ø d

MX2 15

Resistor dimensions

Type Fig.
Dimensions Weight

L H M I T kg

AX-REM00K1400-IE

1

105 27 36 94 - 0.2
AX-REM00K2070-IE 

AX-REM00K2120-IE

AX-REM00K2200-IE

AX-REM00K4075-IE

200 27 36 189 - 0.425AX-REM00K4035-IE

AX-REM00K4030-IE

AX-REM00K5120-IE 260 27 36 249 - 0.58

AX-REM00K6100-IE
320 27 36 309 - 0.73

AX-REM00K6035-IE

AX-REM00K9070-IE

2 200 62 100 74 - 1.41AX-REM00K9020-IE

AX-REM00K9017-IE

AX-REM01K9070-IE
3 365 73 105 350 70 4

AX-REM01K9017-IE

AX-REM02K1070-IE

4

310 100 240 295 210 7
AX-REM02K1017-IE

AX-REM03K5035-IE
365 100 240 350 210 8

AX-REM03K5010-IE

AX-REM00K1200 Fig 1

Fig 3
Fig 4Fig 2
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16 Frequency inverters

Standard connections

Terminal Block Specifications

Terminal Name Function (signal level)

R/L1, S/L2, T/L3
Main circuit power supply input Used to connect line power to the drive.

Drives with single-phase 200 V input power use only terminals R/L1 and N (T/L3),  terminal 
S/L2 is not available for these units

U/T1, V/T2, W/T3 Inverter output Used to connect the motor

PD/+1, P/+
External DC reactor terminal Normally connected by the short-circuit bar. Remove the short-circuit bar between +1 and P/

+2 when a DC reactor is connected.

P/+, N/- Regenerative braking unit terminal Connect optional regenerative braking units (If a braking torque is required)

P/+, RB Braking resistor terminals Connect option braking resistor (if a braking torque is required)

Grounding For grounding (grounding should conform to the local grounding code.)

  
 

 

Input
circuits  

24V 

P24 + - 

1 

2 

3/GS1 

4/GS2 

5/PTC 

Forward 

Thermistor  

 

GND for logic inputs 

AM 

Meter 

H 

L 

Analog reference 

0~10VDC 

4~20mA 

GND for analog signals 

MX2  
Motor 

PD/+1 

P/+ 

R 
(L1) 

S 
(L2) 

T 
N(L3) 

U(T1) 

V(T2) 

W(T3) 

N/- 

 
 

AL1 

AL0 

AL2 

 
 

6 

7/EB 

EO 

Meter 

 
 

RB 
 

 
 

11/EDM Load 
Freq. arrival signal 

Open collector output 
Output circuit 

GND for logic outputs 

12 Load 

+ 
- 

CM2 

L 

L 

+ 
- 

O 

OI 

EA 

Apprx.10k 

10Vdc 

Apprx.100 

 
 

 

  

L 

L 

 
Option port connector 

L 

L 

L 

L 

L 

L 

SP 

SN 

 

) 

 
 

L 

PLC  Short bar
(Source type)  

Breaker, MCCB 
or GFI

Power source, 
3-phase or 
1-phase, per 
inverter model

Intelligent inputs, 
7 terminals

NOTE: For the wiring 
of intelligent I/O and 
analog inputs, be sure 
to use twisted pair/
shielded cable. Attach 
the shielded wire for 
each signal to its 
respective common 
terminal at the inverter 
end only.
Input impedance of 
each intelligent input is 
4.7k 

[5] configurable as 
discrete input or 
thermistor input

Pulse train input 
24Vdc 32kHz max.

RS485 
transceiver

USB 
transceiver

Option port 
controller

USB (mini-B) port 
(PC communication port) 
USB power: Self power

RJ45 port
(Optional operator port)

RS485 
transceiver

Serial communication port 
(RS485/ModBus)

Termination resistor (200
(Change by slide switch)

Relay contacts, 
type 1 Form C

Brake 
resistor 
(optional)

Braking
unit

(optional)

DC reactor 
(optional)
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16 Frequency inverters

Standard connections

Terminal Block Specifications

Terminal Name Function (signal level)

R/L1, S/L2, T/L3
Main circuit power supply input Used to connect line power to the drive.

Drives with single-phase 200 V input power use only terminals R/L1 and N (T/L3),  terminal 
S/L2 is not available for these units

U/T1, V/T2, W/T3 Inverter output Used to connect the motor

PD/+1, P/+
External DC reactor terminal Normally connected by the short-circuit bar. Remove the short-circuit bar between +1 and P/

+2 when a DC reactor is connected.

P/+, N/- Regenerative braking unit terminal Connect optional regenerative braking units (If a braking torque is required)

P/+, RB Braking resistor terminals Connect option braking resistor (if a braking torque is required)

Grounding For grounding (grounding should conform to the local grounding code.)

  
 

 

Input
circuits  

24V 

P24 + - 

1 

2 

3/GS1 

4/GS2 

5/PTC 

Forward 

Thermistor  

 

GND for logic inputs 

AM 

Meter 

H 

L 

Analog reference 

0~10VDC 

4~20mA 

GND for analog signals 

MX2  
Motor 

PD/+1 

P/+ 

R 
(L1) 

S 
(L2) 

T 
N(L3) 

U(T1) 

V(T2) 

W(T3) 

N/- 

 
 

AL1 

AL0 

AL2 

 
 

6 

7/EB 

EO 

Meter 

 
 

RB 
 

 
 

11/EDM Load 
Freq. arrival signal 

Open collector output 
Output circuit 

GND for logic outputs 

12 Load 

+ 
- 

CM2 

L 

L 

+ 
- 

O 

OI 

EA 

Apprx.10k 

10Vdc 

Apprx.100 

 
 

 

  

L 

L 

 
Option port connector 

L 

L 

L 

L 

L 

L 

SP 

SN 

 

) 

 
 

L 

PLC  Short bar
(Source type)  

Breaker, MCCB 
or GFI

Power source, 
3-phase or 
1-phase, per 
inverter model

Intelligent inputs, 
7 terminals

NOTE: For the wiring 
of intelligent I/O and 
analog inputs, be sure 
to use twisted pair/
shielded cable. Attach 
the shielded wire for 
each signal to its 
respective common 
terminal at the inverter 
end only.
Input impedance of 
each intelligent input is 
4.7k 

[5] configurable as 
discrete input or 
thermistor input

Pulse train input 
24Vdc 32kHz max.

RS485 
transceiver

USB 
transceiver

Option port 
controller

USB (mini-B) port 
(PC communication port) 
USB power: Self power

RJ45 port
(Optional operator port)

RS485 
transceiver

Serial communication port 
(RS485/ModBus)

Termination resistor (200
(Change by slide switch)

Relay contacts, 
type 1 Form C

Brake 
resistor 
(optional)

Braking
unit

(optional)

DC reactor 
(optional)
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Control Circuit

Side by side mounting

Inverter heat loss
Three-phase 200 V class

Type No. Signal name Function Signal level

D
ig

it
al

 in
p

u
t 

si
g

n
al

s

PLC Intelligent input common Source type: connecting [P24] to [1]-[7] turns inputs ON
Sink type: connecting [L] to [1]-[7] turns inputs ON -

P24 Internal 24 VDC 24 VDC, 30mA 24 VDC, 100 mA

1 Multi-function Input selection 1 Factory setting: Forward/ Stop

27 VDC max

2 Multi-function Input selection 2 Factory setting: Reverse/ Stop

3/GS1 Multi-function Input selection 3 / safe stop input 1 Factory setting: External trip

4/GS2 Multi-function Input selection 4 / safe stop input 2 Factory setting: Reset

5/PTC Multi-function Input selection 5 / PTC thermistor input Factory setting: Multi-step speed reference 1

6 Multi-function input selection 6 Factory setting: Multi-step speed reference 2

7/EB Multi-function input selection 7 / Pulse train input B Factory setting: Jog

L Multi-function Input selection common (in upper row) -- --

P
u

ls
e

 t
ra

in EA Pulse train input A Factory setting: Speed reference 32 kHz max 
5 to 24 VDC

EO Pulse train output LAD frequency 10 VDC 2 mA
32 kHz max

A
n

al
o

g
 in

p
u

t
 s

ig
n

al

H Frequency reference power supply 10 VDC 10 mA max

O Voltage frequency reference signal 0 to 10 VDC (10 k)

OI Current frequency reference signal 4 to 20 mA (250 )

L Frequency reference common (bottom row) --

D
ig

it
al

 o
u

tp
u

t
 s

ig
n

al
s

11/EDM Discrete logic output 1 / EDM output Factory setting: During Run

27 VDC, 50 mA max
EDM based on 
ISO13849-1

12 Discrete logic output 2 Factory setting: Frequency arrival type 1

CM2 GND logic output --

AL0 Relay commom contact
Factory setting: Alarm signal
Under normal operation 
AL1 - AL0 Closed
AL2 - AL0 Open

R load
250 VAC 2.5 A
30 VDC 3.0 A
I load
250 VAC 0.2 A
30 VDC 0.7 A

AL1 Relay contact, normally open

AL2 Relay contact, normally closed

M
o

n
it

o
r

 S
ig

n
al

AM Analog voltage output Factory setting: LAD frequency 0 to 10 VDC 1 mA

C
o

m
m

s SP
Serial communication terminal RS485 Modbus communication

SN

Model 3G3MX2 A2001 A2002 A2004 A2007 A2015 A2022 A2037 A2055 A2075 A2110 A2150

Inverter 
capacity  

kVA

200 VT 0.4 0.6 1.2 2.0 3.3 4.1 6.7 10.3 13.8 19.3 23.9
200 CT 0.2 0.5 1.0 1.7 2.7 3.8 6.0 8.6 11.4 16.2 20.7
240 VT 0.4 0.7 1.4 2.4 3.9 4.9 8.1 12.4 16.6 23.2 28.6
240 CT 0.3 0.6 1.2 2.0 3.3 4.5 7.2 10.3 13.7 19.5 24.9

Rated current (A) VT 1.2 1.9 3.4 6.0 9.6 12.0 19.6 30.0 40.0 56.0 69.0
Rated current (A) CT 1.0 1.6 3.0 5.0 8.0 11.0 17.5 25.0 33.0 47.0 60.0

Total heat loss 12 22 30 48 79 104 154 229 313 458 625
Efficiency at rated load 89.5 90 93 94 95 95.5 96 96 96 96 96

Cooling Method Self cooling Forced-air-cooling

Enclosure 100mm

100mm50mm
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18 Frequency inverters

Single-phase 200 V class

Three-phase 400 V class

Input AC Reactor

DC Reactor

Output AC Reactor

Model 3G3MX2 AB001 AB002 AB004 AB007 AB015 AB022

Inverter 
capacity  

kVA

200V VT 0.4 0.6 1.2 2.0 3.3 4.1
200V CT 0.2 0.5 1.0 1.7 2.7 3.8
240V VT 0.4 0.7 1.4 2.4 3.9 4.9
240V CT 0.3 0.6 1.2 2.0 3.3 4.5

Rated  current (A) VT 1.2 1.9 3.4 6.0 9.6 12.0
Rated  current (A) CT 1.0 1.6 3.0 5.0 8.0 11.0

Total heat loss 12 22 30 48 79 104
Efficiency at rated load 89.5 90 93 94 95 95.5

Cooling Method Self cooling Forced-air-cooling

Model 3G3MX2 A4004 A4007 A4015 A4022 A4030 A4040 A4055 A4075 A4110 A4150

Inverter 
capacity 

kVA

380V VT 1.3 2.6 3.5 4.5 5.7 7.3 11.5 15.1 20.4 25.0
380V CT 1.1 2.2 3.1 3.6 4.7 6.0 9.7 11.8 15.7 20.4
480V VT 1.7 3.4 4.4 5.7 7.3 9.2 14.5 19.1 25.7 31.5
480V CT 1.4 2.8 3.9 4.5 5.9 7.6 12.3 14.9 19.9 25.7

Rated current (A) VT 2.1 4.1 5.4 6.9 8.8 11.1 17.5 23.0 31.0 38.0
Rated current (A) CT 1.8 3.4 4.8 5.5 7.2 9.2 14.8 18.0 24.0 31.0

Total heat loss 35 56 96 116 125 167 229 296 411 528
Efficiency at rated load 92 93 94 95 96 96 96 96.2 96.4 96.6

Cooling Method Self cooling Forced-air-cooling

3 phase 200 V class 400 V class
Max. applicable

 motor output kW Reference Current  value 
A

Inductance
mH

Max. applicable 
motor output kW Reference Current  value 

A
Inductance

mH
1.5 AX-RAI02800080-DE 8.0 2.8 1.5 AX-RAI07700050-DE 5.0 7.7
3.7 AX-RAI00880200-DE 20.0 0.88 4.0 AX-RAI03500100-DE 10.0 3.5
7.5 AX-RAI00350335-DE 33.5 0.35 7.5 AX-RAI01300170-DE 17.0 1.3
15 AX-RAI00180670-DE 67.0 0.18 15 AX-RAI00740335-DE 33.5 0.74

200 V class 400 V class
Max. applicable

 motor output kW Reference Current  value 
A

Inductance
mH

Max. applicable 
motor output kW Reference Current  value 

A
Inductance

mH
0.2 AX-RC21400016-DE 1.6 21.4 0.4 AX-RC43000020-DE 2.0 43.0
0.4 AX-RC10700032-DE 3.2 10.7 0.7 AX-RC27000030-DE 3.0 27.0
0.7 AX-RC06750061-DE 6.1 6.75 1.5 AX-RC14000047-DE 4.7 14.0
1.5 AX-RC03510093-DE 9.3 3.51 2.2 AX-RC10100069-DE 6.9 10.1
2.2 AX-RC02510138-DE 13.8 2.51 3.0 AX-RC08250093-DE 9.3 8.25
3.7 AX-RC01600223-DE 22.3 1.60 4.0 AX-RC06400116-DE 11.6 6.40
5.5 AX-RC01110309-DE 30.9 1.11 5.5 AX-RC04410167-DE 16.7 4.41
7.5 AX-RC00840437-DE 43.7 0.84 7.5 AX-RC03350219-DE 21.9 3.35

11.0 AX-RC00590614-DE 61.4 0.59 11.0 AX-RC02330307-DE 30.7 2.33
15.0 AX-RC00440859-DE 85.9 0.44 15.0 AX-RC01750430-DE 43.0 1.75

200 V class 400 V class
Max. applicable

 motor output kW Reference Current  value 
A

Inductance
mH

Max. applicable 
motor output kW Reference Current  value 

A
Inductance

mH
0.4 AX-RAO11500026-DE 2.6 11.50

1.5 AX-RAO16300038-DE 3.8 16.300.75 AX-RAO07600042-DE 4.2 7.60
1.5 AX-RAO04100075-DE 7.5 4.10
2.2 AX-RAO03000105-DE 10.5 3.00 2.2 AX-RAO11800053-DE 5.3 11.80
3.7 AX-RAO01830160-DE 16.0 1.83 4.0 AX-RAO07300080-DE 8.0 7.30
5.5 AX-RAO01150220-DE 22.0 1.15 5.5 AX-RAO04600110-DE 11.0 4.60
7.5 AX-RAO00950320-DE 32.0 0.95 7.5 AX-RAO03600160-DE 16.0 3.60
11 AX-RAO00630430-DE 43.0 0.63 11 AX-RAO02500220-DE 22.0 2.50
15 AX-RAO00490640-DE 64.0 0.49 15 AX-RAO02000320-DE 32.0 2.00

MCCBPower supply

AC reactor MX2

R/L1U

V

W

X

Y

Z

S/L2

T/L3

Power
supply

MX2

DC reactor

R/L1

+1 P/+2

MCCB

S/L2

T/L3
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18 Frequency inverters

Single-phase 200 V class

Three-phase 400 V class

Input AC Reactor

DC Reactor

Output AC Reactor

Model 3G3MX2 AB001 AB002 AB004 AB007 AB015 AB022

Inverter 
capacity  

kVA

200V VT 0.4 0.6 1.2 2.0 3.3 4.1
200V CT 0.2 0.5 1.0 1.7 2.7 3.8
240V VT 0.4 0.7 1.4 2.4 3.9 4.9
240V CT 0.3 0.6 1.2 2.0 3.3 4.5

Rated  current (A) VT 1.2 1.9 3.4 6.0 9.6 12.0
Rated  current (A) CT 1.0 1.6 3.0 5.0 8.0 11.0

Total heat loss 12 22 30 48 79 104
Efficiency at rated load 89.5 90 93 94 95 95.5

Cooling Method Self cooling Forced-air-cooling

Model 3G3MX2 A4004 A4007 A4015 A4022 A4030 A4040 A4055 A4075 A4110 A4150

Inverter 
capacity 

kVA

380V VT 1.3 2.6 3.5 4.5 5.7 7.3 11.5 15.1 20.4 25.0
380V CT 1.1 2.2 3.1 3.6 4.7 6.0 9.7 11.8 15.7 20.4
480V VT 1.7 3.4 4.4 5.7 7.3 9.2 14.5 19.1 25.7 31.5
480V CT 1.4 2.8 3.9 4.5 5.9 7.6 12.3 14.9 19.9 25.7

Rated current (A) VT 2.1 4.1 5.4 6.9 8.8 11.1 17.5 23.0 31.0 38.0
Rated current (A) CT 1.8 3.4 4.8 5.5 7.2 9.2 14.8 18.0 24.0 31.0

Total heat loss 35 56 96 116 125 167 229 296 411 528
Efficiency at rated load 92 93 94 95 96 96 96 96.2 96.4 96.6

Cooling Method Self cooling Forced-air-cooling

3 phase 200 V class 400 V class
Max. applicable

 motor output kW Reference Current  value 
A

Inductance
mH

Max. applicable 
motor output kW Reference Current  value 

A
Inductance

mH
1.5 AX-RAI02800080-DE 8.0 2.8 1.5 AX-RAI07700050-DE 5.0 7.7
3.7 AX-RAI00880200-DE 20.0 0.88 4.0 AX-RAI03500100-DE 10.0 3.5
7.5 AX-RAI00350335-DE 33.5 0.35 7.5 AX-RAI01300170-DE 17.0 1.3
15 AX-RAI00180670-DE 67.0 0.18 15 AX-RAI00740335-DE 33.5 0.74

200 V class 400 V class
Max. applicable

 motor output kW Reference Current  value 
A

Inductance
mH

Max. applicable 
motor output kW Reference Current  value 

A
Inductance

mH
0.2 AX-RC21400016-DE 1.6 21.4 0.4 AX-RC43000020-DE 2.0 43.0
0.4 AX-RC10700032-DE 3.2 10.7 0.7 AX-RC27000030-DE 3.0 27.0
0.7 AX-RC06750061-DE 6.1 6.75 1.5 AX-RC14000047-DE 4.7 14.0
1.5 AX-RC03510093-DE 9.3 3.51 2.2 AX-RC10100069-DE 6.9 10.1
2.2 AX-RC02510138-DE 13.8 2.51 3.0 AX-RC08250093-DE 9.3 8.25
3.7 AX-RC01600223-DE 22.3 1.60 4.0 AX-RC06400116-DE 11.6 6.40
5.5 AX-RC01110309-DE 30.9 1.11 5.5 AX-RC04410167-DE 16.7 4.41
7.5 AX-RC00840437-DE 43.7 0.84 7.5 AX-RC03350219-DE 21.9 3.35

11.0 AX-RC00590614-DE 61.4 0.59 11.0 AX-RC02330307-DE 30.7 2.33
15.0 AX-RC00440859-DE 85.9 0.44 15.0 AX-RC01750430-DE 43.0 1.75

200 V class 400 V class
Max. applicable

 motor output kW Reference Current  value 
A

Inductance
mH

Max. applicable 
motor output kW Reference Current  value 

A
Inductance

mH
0.4 AX-RAO11500026-DE 2.6 11.50

1.5 AX-RAO16300038-DE 3.8 16.300.75 AX-RAO07600042-DE 4.2 7.60
1.5 AX-RAO04100075-DE 7.5 4.10
2.2 AX-RAO03000105-DE 10.5 3.00 2.2 AX-RAO11800053-DE 5.3 11.80
3.7 AX-RAO01830160-DE 16.0 1.83 4.0 AX-RAO07300080-DE 8.0 7.30
5.5 AX-RAO01150220-DE 22.0 1.15 5.5 AX-RAO04600110-DE 11.0 4.60
7.5 AX-RAO00950320-DE 32.0 0.95 7.5 AX-RAO03600160-DE 16.0 3.60
11 AX-RAO00630430-DE 43.0 0.63 11 AX-RAO02500220-DE 22.0 2.50
15 AX-RAO00490640-DE 64.0 0.49 15 AX-RAO02000320-DE 32.0 2.00

MCCBPower supply

AC reactor MX2

R/L1U

V

W

X

Y

Z

S/L2

T/L3

Power
supply

MX2

DC reactor

R/L1

+1 P/+2

MCCB

S/L2

T/L3
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3G3MX2

Ordering information

Specifications Model

Voltage class
Constant torque Variable torque

IP20 IP54
Max motor kW Rated current A Max motor kW Rated current A

Single-phase 200 V

0.1 1.0 0.2 1.2 3G3MX2-AB001-E 3G3MX2-DB001-E/EC

0.2 1.6 0.4 1.9 3G3MX2-AB002-E 3G3MX2-DB002-E/EC

0.4 3.0 0.55 3.5 3G3MX2-AB004-E 3G3MX2-DB004-E/EC

0.75 5.0 1.1 6.0 3G3MX2-AB007-E 3G3MX2-DB007-EC

1.5 8.0 2.2 9.6 3G3MX2-AB015-E 3G3MX2-DB015-EC

2.2 11.0 3.0 12.0 3G3MX2-AB022-E 3G3MX2-DB022-EC

Three-phase 200 V

0.1 1.0 0.2 1.2 3G3MX2-A2001-E 3G3MX2-D2001-E/EC

0.2 1.6 0.4 1.9 3G3MX2-A2002-E 3G3MX2-D2002-E/EC

0.4 3.0 0.55 3.5 3G3MX2-A2004-E 3G3MX2-D2004-E/EC

0.75 5.0 1.1 6.0 3G3MX2-A2007-E 3G3MX2-D2007-E/EC

1.5 8.0 2.2 9.6 3G3MX2-A2015-E 3G3MX2-D2015-EC

2.2 11.0 3.0 12.0 3G3MX2-A2022-E 3G3MX2-D2022-EC

3.7 17.5 5.5 19.6 3G3MX2-A2037-E 3G3MX2-D2037-EC

5.5 25.0 7.5 30.0 3G3MX2-A2055-E 3G3MX2-D2055-EC

7.5 33.0 11 40.0 3G3MX2-A2075-E 3G3MX2-D2075-EC

11 47.0 15 56.0 3G3MX2-A2110-E 3G3MX2-D2110-EC

15 60.0 18.5 69.0 3G3MX2-A2150-E 3G3MX2-D2150-EC

Three-phase
400 V

0.4 1.8 0.75 2.1 3G3MX2-A4004-E 3G3MX2-D4004-EC

0.75 3.4 1.5 4.1 3G3MX2-A4007-E 3G3MX2-D4007-EC

1.5 4.8 2.2 5.4 3G3MX2-A4015-E 3G3MX2-D4015-EC

2.2 5.5 3.0 6.9 3G3MX2-A4022-E 3G3MX2-D4022-EC

3.0 7.2 4.0 8.8 3G3MX2-A4030-E 3G3MX2-D4030-EC

4.0 9.2 5.5 11.1 3G3MX2-A4040-E 3G3MX2-D4040-EC

5.5 14.8 7.5 17.5 3G3MX2-A4055-E 3G3MX2-D4055-EC

7.5 18.0 11 23.0 3G3MX2-A4075-E 3G3MX2-D4075-EC

11 24.0 15 31.0 3G3MX2-A4110-E 3G3MX2-D4110-EC

15 31.0 18.5 38.0 3G3MX2-A4150-E 3G3MX2-D4150-EC

Choke

A 

B B
LCD 5 lines remote 
operator

Remote operator 
extension cable

A 

A 

C

A 
Output AC reactor

Communication option

USB cable

Braking resistor

D

B

B
E

A 

CX-Drive 
CX-One

Installation accessory

MCCB

MX2

Filter

Input AC reactor

Motor

Ground

Power 
supply

DC reactor
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20 Frequency inverters

A Line filters A Input AC reactors

A DC reactors

A Chokes A Output AC reactor

B Accessories

Inverter Line filter Rasmi Line filter Schaffner

Voltage Model 3G3MX2-@ Reference 
AX-FIM

Current 
(A)

Reference 
AX-FIM

Current 
(A)

1Phase 
200 
VAC

AB001 / AB002 / 
AB004

1010-RE
10

1010-SE-V1
8

AB007 1014-RE 14 1024-SE-V1 27

AB015 / AB022 1024-RE 24 1024-SE-V1 27

3Phase 
200 
VAC

A2001 / A2002 / 
A2004 / A2007

2010-RE 10 2010-SE-V1 7.8

A2015 / A2022 2020-RE 20 2020-SE-V1 16

A2037 2030-RE 30 2030-SE-V1 25

A2055 / A2075 2060-RE 60 2060-SE-V1 50

A2110 2080-RE 80 2080-SE-V1 75

A2150 2100-RE 100 2100-SE-V1 100

3Phase 
400 
VAC

A4004 / A4007 3005-RE 5 3005-SE-V1 6

A4015 / A4022 / 
A4030 3010-RE 10 3010-SE-V1 12

A4040 3014-RE 14 3014-SE-V1 15

A4055 / A4075 3030-RE 30 3030-SE-V1 29

A4110 / A4150 3050-RE 50 3050-SE-V1 48

Inverter AC Reactor

Voltage Model 3G3MX2-@ Reference

3-Phase 200 VAC

A2002 / A2004 / A2007 AX-RAI02800080-DE

A2015 / A2022 / A2037 AX-RAI00880200-DE

A2055 / A2075 AX-RAI00350335-DE

A2110 / A2150 AX-RAI00180670-DE

1-Phase 200 VAC
AB002 / AB004

Under developmentAB007

AB015 / AB022

3-Phase 400 VAC

A4004 / A4007 / A4015 AX-RAI07700050-DE

A4022 / A4030 / A4040 AX-RAI03500100-DE

A4055 / A4075 AX-RAI01300170-DE

A4110 / A4150 AX-RAI00740335-DE

200V single phase 200V 3-phase 400V 3-phase

Inverter DC Reactor Inverter DC Reactor Inverter DC Reactor

3G3MX2-AB001
AX-RC10700032-DE

3G3MX2-A2001
AX-RC21400016-DE

3G3MX2-A4004 AX-RC43000020-DE

3G3MX2-AB002 3G3MX2-A2002 3G3MX2-A4007 AX-RC27000030-DE

3G3MX2-AB004 AX-RC06750061-DE 3G3MX2-A2004 AX-RC10700032-DE 3G3MX2-A4015 AX-RC14000047-DE

3G3MX2-AB007 AX-RC03510093-DE 3G3MX2-A2007 AX-RC06750061-DE 3G3MX2-A4022 AX-RC10100069-DE

3G3MX2-AB015 AX-RC02510138-DE 3G3MX2-A2015 AX-RC03510093-DE 3G3MX2-A4030 AX-RC08250093-DE

3G3MX2-AB022 AX-RC01600223-DE 3G3MX2-A2022 AX-RC02510138-DE 3G3MX2-A4040 AX-RC06400116-DE

-

3G3MX2-A2037 AX-RC01600223-DE 3G3MX2-A4055 AX-RC04410167-DE

3G3MX2-A2055 AX-RC01110309-DE 3G3MX2-A4075 AX-RC03350219-DE

3G3MX2-A2075 AX-RC00840437-DE 3G3MX2-A4011 AX-RC02330307-DE

3G3MX2-A2011 AX-RC00590614-DE 3G3MX2-A4015 AX-RC01750430-DE

3G3MX2-A2015 AX-RC00440859-DE -

Model Diameter Description

AX-FER2102-RE 21 For 2.2 KW motors or below

AX-FER2515-RE 25 For 15 KW motors or below

AX-FER5045-RE 50 For 45 KW motors or below

Inverter AC Reactor

Voltage Model 3G3MX2-@ Reference

200 VAC

A2001 / A2002 / A2004
 AB001 / AB002 / AB004

AX-RAO11500026-DE

A2007/AB007 AX-RAO07600042-DE

A2015 / AB015 AX-RAO04100075-DE

A2022 / AB022 AX-RAO03000105-DE

A2037 AX-RAO01830160-DE

A2055 AX-RAO01150220-DE

A2075 AX-RAO00950320-DE

A2110 AX-RAO00630430-DE

A2150 AX-RAO00490640-DE

400 VAC

A4004 / A4007 / A4015 AX-RAO16300038-DE

A4022 AX-RAO11800053-DE

A4030 / A4040 AX-RAO07300080-DE

A4055 AX-RAO04600110-DE

A4075 AX-RAO03600160-DE

A4110 AX-RAO02500220-DE

A4150 AX-RAO02000320-DE

Types Model Description Functions

D
ig
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l
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or

AX-OP05-E LCD remote operator 5 Line LCD remote operator with copy function, cable length max. 3m.
3G3AX-CAJOP300-EE Remote operator cable 3 meters cable for connecting remote operator

3G3AX-OP01 LED remote operator LED remote operator, cable length max. 3m
4X-KITMINI Mounting kit for LED operator  Mounting kit for LED operator on panel

3G3AX-OP05-H-E Operator holder Holder to put the AX-OP05-E inside of the cabinet

A
cc

es
so

rie
s

AX-CUSBM002-E PC configuration cable Mini USB to USB  connector cable
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20 Frequency inverters

A Line filters A Input AC reactors

A DC reactors

A Chokes A Output AC reactor

B Accessories

Inverter Line filter Rasmi Line filter Schaffner

Voltage Model 3G3MX2-@ Reference 
AX-FIM

Current 
(A)

Reference 
AX-FIM

Current 
(A)

1Phase 
200 
VAC

AB001 / AB002 / 
AB004

1010-RE
10

1010-SE-V1
8

AB007 1014-RE 14 1024-SE-V1 27

AB015 / AB022 1024-RE 24 1024-SE-V1 27

3Phase 
200 
VAC

A2001 / A2002 / 
A2004 / A2007

2010-RE 10 2010-SE-V1 7.8

A2015 / A2022 2020-RE 20 2020-SE-V1 16

A2037 2030-RE 30 2030-SE-V1 25

A2055 / A2075 2060-RE 60 2060-SE-V1 50

A2110 2080-RE 80 2080-SE-V1 75

A2150 2100-RE 100 2100-SE-V1 100

3Phase 
400 
VAC

A4004 / A4007 3005-RE 5 3005-SE-V1 6

A4015 / A4022 / 
A4030 3010-RE 10 3010-SE-V1 12

A4040 3014-RE 14 3014-SE-V1 15

A4055 / A4075 3030-RE 30 3030-SE-V1 29

A4110 / A4150 3050-RE 50 3050-SE-V1 48

Inverter AC Reactor

Voltage Model 3G3MX2-@ Reference

3-Phase 200 VAC

A2002 / A2004 / A2007 AX-RAI02800080-DE

A2015 / A2022 / A2037 AX-RAI00880200-DE

A2055 / A2075 AX-RAI00350335-DE

A2110 / A2150 AX-RAI00180670-DE

1-Phase 200 VAC
AB002 / AB004

Under developmentAB007

AB015 / AB022

3-Phase 400 VAC

A4004 / A4007 / A4015 AX-RAI07700050-DE

A4022 / A4030 / A4040 AX-RAI03500100-DE

A4055 / A4075 AX-RAI01300170-DE

A4110 / A4150 AX-RAI00740335-DE

200V single phase 200V 3-phase 400V 3-phase

Inverter DC Reactor Inverter DC Reactor Inverter DC Reactor

3G3MX2-AB001
AX-RC10700032-DE

3G3MX2-A2001
AX-RC21400016-DE

3G3MX2-A4004 AX-RC43000020-DE

3G3MX2-AB002 3G3MX2-A2002 3G3MX2-A4007 AX-RC27000030-DE

3G3MX2-AB004 AX-RC06750061-DE 3G3MX2-A2004 AX-RC10700032-DE 3G3MX2-A4015 AX-RC14000047-DE

3G3MX2-AB007 AX-RC03510093-DE 3G3MX2-A2007 AX-RC06750061-DE 3G3MX2-A4022 AX-RC10100069-DE

3G3MX2-AB015 AX-RC02510138-DE 3G3MX2-A2015 AX-RC03510093-DE 3G3MX2-A4030 AX-RC08250093-DE

3G3MX2-AB022 AX-RC01600223-DE 3G3MX2-A2022 AX-RC02510138-DE 3G3MX2-A4040 AX-RC06400116-DE

-

3G3MX2-A2037 AX-RC01600223-DE 3G3MX2-A4055 AX-RC04410167-DE

3G3MX2-A2055 AX-RC01110309-DE 3G3MX2-A4075 AX-RC03350219-DE

3G3MX2-A2075 AX-RC00840437-DE 3G3MX2-A4011 AX-RC02330307-DE

3G3MX2-A2011 AX-RC00590614-DE 3G3MX2-A4015 AX-RC01750430-DE

3G3MX2-A2015 AX-RC00440859-DE -

Model Diameter Description

AX-FER2102-RE 21 For 2.2 KW motors or below

AX-FER2515-RE 25 For 15 KW motors or below

AX-FER5045-RE 50 For 45 KW motors or below

Inverter AC Reactor

Voltage Model 3G3MX2-@ Reference

200 VAC

A2001 / A2002 / A2004
 AB001 / AB002 / AB004 AX-RAO11500026-DE

A2007/AB007 AX-RAO07600042-DE

A2015 / AB015 AX-RAO04100075-DE

A2022 / AB022 AX-RAO03000105-DE

A2037 AX-RAO01830160-DE

A2055 AX-RAO01150220-DE

A2075 AX-RAO00950320-DE

A2110 AX-RAO00630430-DE

A2150 AX-RAO00490640-DE

400 VAC

A4004 / A4007 / A4015 AX-RAO16300038-DE

A4022 AX-RAO11800053-DE

A4030 / A4040 AX-RAO07300080-DE

A4055 AX-RAO04600110-DE

A4075 AX-RAO03600160-DE

A4110 AX-RAO02500220-DE

A4150 AX-RAO02000320-DE

Types Model Description Functions
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AX-OP05-E LCD remote operator 5 Line LCD remote operator with copy function, cable length max. 3m.
3G3AX-CAJOP300-EE Remote operator cable 3 meters cable for connecting remote operator

3G3AX-OP01 LED remote operator LED remote operator, cable length max. 3m
4X-KITMINI Mounting kit for LED operator  Mounting kit for LED operator on panel

3G3AX-OP05-H-E Operator holder Holder to put the AX-OP05-E inside of the cabinet

A
cc

es
so

rie
s

AX-CUSBM002-E PC configuration cable Mini USB to USB  connector cable

MX2 21

C Communication option boards

D Braking unit, braking resistor unit

E Computer software

Types Model Description Functions

C
om

m
un

ic
at

io
n 

op
tio

ns

3G3AX-MX2-PRT Profibus option card

Used for running or stopping the inverter, setting or referencing parameters, and monitoring 
output frequency, output current, or similar items through communications with the host con-
troller.

3G3AX-MX2-DRT DeviceNet option card

3G3AX-MX2-ECT Ethercat option card

3G3AX-MX2-CRT CompoNet option card

3G3AX-MX2-MRT Mechatrolink II option card

3G3AX-MX2-EIP Ethernet IP option board

Inverter Braking resistor unit 

Voltage
Max. 

 motor
kW

Inverter 3G3MX2@ Connectable 
min. 

resistance 

Inverter mounted type 
(3 %ED, 10 sec max) Braking 

torque %

Inverter mounted type 
(10%ED, 10 sec max) Braking 

torque %
3-phase 1-phase Type AX- Resist  Type AX- Resist 

200 V 
(Single-/
Three-
phase)

0.12 2001 B001

100
REM00K1400-IE 400

200
REM00K1400-IE 400

200

0.25 2002 B002 180 180

0.55 2004 B004
REM00K1200-IE 200

180 REM00K1200-IE 200 180

1.1 2007 B007
50

100 REM00K2070-IE 70 200

1.5 2015 B015
REM00K2070-IE 70

140 REM00K4075-IE 75 130

2.2 2022 B022
35

90 REM00K4035-IE 35 180

4.0 2040 - REM00K4075-IE 75 50 REM00K6035-IE 35 100

5.5 2055 – 20
REM00K4035-IE 35

75 REM00K9020-IE 20 150

7.5 2075 –
17

55 REM01K9017-IE 17 110

11 2110 - REM00K6035-IE 35 40 REM02K1017-IE 17 75

15 2150 - 10 REM00K9017-IE 17 55 REM03K5010-IE 10 95

400 V
(Three-
phase)

0.55 4004 –

180
REM00K1400-IE 400

200
REM00K1400-IE 400

200

1.1 4007 – 200 200

1.5 4015 – REM00K1200-IE 200 190 REM00K2200-IE 200 190

2.2 4022 –

100

REM00K2200-IE 200 130
REM00K5120-IE 120

200

3.0 4030 –
REM00K2120-IE 120

160 160

4.0 4040 – 120 REM00K6100-IE 100 140

5.5 4055 –

70
REM00K4075-IE 75

140 REM00K9070-IE 70 150

7.5 4075 – 100 REM01K9070-IE 70 110

11 4110 - REM00K6100-IE 100 50 REM02K1070-IE 70 75

15 4150 - 35 REM00K9070-IE 70 55 REM03K5035-IE 35 110

Types Model Description Installation

S
of

tw
ar

e

CX-drive Computer software Configuration and monitoring software tool

CX-One Computer software Configuration and monitoring software tool

€Saver Computer software Software tool for Energy Saving calculation

In the interest of product improvement, specifications are subject to change without notice.

ALL DIMENSIONS SHOWN ARE IN MILLIMETERS.

To convert millimeters into inches, multiply by 0.03937. To convert grams into ounces, multiply by 0.03527.
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Automaatiojärjestelmät 
•	Ohjelmoitavat	logiikat	(PLC)		•	Käyttöliittymät	(HMI)		•	Etä-I/O		•	Teollisuus-PC:t		•	Ohjelmistot	

Liike ja käytöt
•	Liikkeenohjausjärjestelmät		•	Servojärjestelmät		•	Taajuusmuuttajat		•	Robotit	

Ohjauskomponentit 
•	Lämpötilansäätimet		•	Teholähteet		•	Aikareleet		•	Laskurit		•	Ohjelmoitavat	releet			
•	Digitaaliset	paneelimittarit		•	Sähkömekaaniset	releet		•	Valvontareleet		•	Puolijohdereleet			
•	Rajakytkimet		•	Painikekytkimet		•	Pienjännitekytkinlaitteet

Anturit ja turvatuotteet
•	Valokennot		•	Induktiiviset	anturit		•	Kapasitiiviset	anturit		•	Kytkentäkaapelit			
•	Lasermittalaitteet		•	Konenäköjärjestelmät		•	Turvaväylät		•	Turva-anturit			
•	Turvareleet		•	Turvaovirajat

Omron Europe BV ja tytäryhtiöt pyrkivät aina toimittamaan asiakkaille oikeat tiedot.  
Emme kuitenkaan vastaa tässä asiakirjassa esitettyjen tietojen oikeellisuudesta tai täydellisyydestä  
ja pidätämme oikeuden muuttaa asiakirjaa milloin tahansa ilman ennakkoilmoitusta. 

OmrOn EurOpE B.V.			Wegalaan	67-69,	NL-2132	JD,	Hoofddorp,	Alankomaat.			Puh:	+31	(0)	23	568	13	00			Faksi:	+31	(0)	23	568	13	88			industrial.omron.eu	

Alankomaat 
Puh:	+31	(0)	23	568	11	00	
industrial.omron.nl	

Belgia 
Puh:	+32	(0)	2	466	24	80	
industrial.omron.be	

Espanja 
Puh:	+34	913	777	900	
industrial.omron.es	

Etelä-Afrikka 
Puh:	+27	(0)11	579	2600	
industrial.omron.co.za	

Iso-Britannia 
Puh:	+44	(0)	870	752	0861
industrial.omron.co.uk	

Italia 
Puh:	+39	02	326	81	
industrial.omron.it	

Itävalta 
Puh:	+43	(0)	2236	377	800	
industrial.omron.at	

norja 
Puh:	+47	(0)	22	65	75	00	
industrial.omron.no	

portugali 
Puh:	+351	21	942	94	00	
industrial.omron.pt	

puola 
Puh:	+48	22	458	66	66	
industrial.omron.pl	

ranska 
Puh:	+33	(0)	1	56	63	70	00
industrial.omron.fr	

ruotsi 
Puh:	+46	(0)	8	632	35	00	
industrial.omron.se	

Saksa 
Puh:	+49	(0)	2173	680	00	
industrial.omron.de	

Sveitsi 
Puh:	+41	(0)	41	748	13	13	
industrial.omron.ch	

Tanska 
Puh:	+45	43	44	00	11	
industrial.omron.dk	

Tsekki 
Puh:	+420	234	602	602	
industrial.omron.cz	

Turkki 
Puh:	+90	212	467	30	00	
industrial.omron.com.tr	

unkari 
Puh:	+36	1	399	30	50	
industrial.omron.hu	

Venäjä 
Puh:	+7	495	648	94	50	
industrial.omron.ru

muita Omronin edustajia
industrial.omron.eu

SuOmI 
Omron Electronics Oy 
Metsänpojankuja	5,	FI-02130	Espoo	
Puh:	+358	(0)	207	464	200	
Faksi:	+358	(0)	207	464	210	
industrial.omron.fi	

Tampere 	 Puh:	+358	(0)	207	464	200	(yleis)	
Vaasa 	 Puh:	+358	(0)	207	464	207	
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