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H7CC

Daha iyi görünürlük ve netlik 
için geliştirilmiş tasarım
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Sezgisel arayüz, kullanıcılara mod konfigürasyonu, hane sayısı vb. 
hakkında bilgi vererek kolay kullanım sağlar.

Güç kaynağı ve giriş yalıtılmıştır. Bu sayede 
kurulum veya kaçak akım ile ilgili özel hususlar 
ortadan kalkar.

Giriş modu (CNTM)/mod ayarlama

Başlangıç zamanı (STMR)/ayar 3 hane LED flaş karanlık ortamlarda güvenilir çalışma sağlar

Sayımın ilerleme durumu "seviyeler" halinde gösterilir ve uzak 
mesafelerden bile görünürlük sağlar.

Ön ölçek değeri (PSCL)/ayar 5 hane

Keskin beyaz metin, ekrandaki bilgilerin yanlış okunmasını önler.

Daha kolay kullanım, ayarlama ve bakım için yeni 
ve geliştirilmiş tasarım

Geliştirilmiş kullanıcı arayüzü sezgiseldir ve genel olarak daha iyi 
görünürlük sağlar 

Optimize edilmiş kablolama 
tasarımı

H7CC serisi; daha iyi görsel geri bildirim, çalışma, kullanıcı arayüzü ve kestirimci sayaç kullanım süresi ile genel kullanıcı deneyimini 
iyileştirir.

Beyaz LCD ekran ve üniversal  
renk skalasına sahip tasarımı 
görsel netliği ve görünürlüğü artırır 

Daha iyi bir kullanıcı arayüzü için 
6 haneli yukarı/aşağı düğmeleri

Sezgisel LED kullanıcı arayüzü kılavuzu

Kullanıcı arayüzü, 

çoğu işlemi normalde 

gerekenin yarısı kadar 

düğme işlemiyle*1 

gerçekleştirebilmek için 

kolaylaştırılmıştır

LED ekran örnekleri LED, konfigürasyon aralığını yönlendirir Tuşların çalıştırıldığını göstermek için düğme LED'leri yanıp söner

Sayım ilerleme durumunun bir bakışta görünümü

AC güç 
kaynağı *2

Trafonun güç kaynağı, kablolamanın 
akım sızdırmasını önler

Ayarlı güç  
kaynağı

COM terminali
0 V terminali

Giriş terminali

Çıkış terminali 
(PLC'nin vb.)



Değiştirme zamanı bildirim fonksiyonu, kullanıcıyı olası önleyici 
bakım konusunda bilgilendirir

H7CC Serisindeki sayaçların değiştirme zamanı 
geldiğinde, ekranda sırayla sayım değeri ve "RPLC" 
yazısı bir saniyelik aralıklarla gösterilerek kullanıcı 
bilgilendirilir.
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Elektrolitik kapasitörün bozulma hızı, kullanım ortamına göre değişir. 
OMRON, H7CC sayacının değiştirme süresini, kullandığınız koşullara göre 
kolayca hesaplamanıza olanak tanıyan bir araç sunar. Daha fazla bilgi 
için lütfen web sitemize bakın.

Her sayacın hizmet ömrü sınırlıdır. Bir röle çıkış kontağının standart 
hizmet ömrü 100.000 çalışmayla sınırlıdır. Dahili elektrolitik 
kapasitörlerin eskimesi de göz önünde bulundurulduğunda OMRON, 
sayaçların ortama da bağlı olarak yaklaşık her 7 ila 10 yılda bir 
değiştirilmesini önerir. Hizmet ömrünü aştığı halde kullanılmaya 
devam eden bir sayaç, duman veya koku yayarak arıza yapabilir.

Sayaç değiştirme süresini kolayca hesaplama aracı

Sayaçlar da dahil olmak üzere kontrol 
cihazlarının hizmet ömrü sınırlıdır

Bir sayacın kullanım ömrü sona erdiğinde, düzgün şekilde 
çalışmayacağı birden fazla yol vardır. Örneğin, sayaç aniden 
durabilir veya belirli kontrol fonksiyonlarını yerine getiremeyebilir. 
Bu tür mekanik arızaları önlemek veya bu tür bir arızanın meydana 
geldiği zamanı belirlemek için önleyici bakım önemli bir çaba ve 
zaman gerektirebilir.

Tek bir hata, tek bir nedenden dolayı 
meydana gelmeyebilir

Cihaz değiştirme süresini bildirerek beklenmedik duruş sürelerini önler

Uyarı mesajı 
görüntülenir

Hiç düzgün çalışıp çalışmadığını tespit 
etmek için bir sayaca baktınız mı?

Elektrolitik kondansatörlerin hizmet ömrü ile ortam 
sıcaklığı arasındaki ilişki (örnek)

a

35 45 55

10℃

a
2

The service life is reduced
by half for each 10℃ rise

in temperature.

Ambient 
temperature（℃）

Service life（h）

*1. Önceki ürünlerle karşılaştırıldığında
*2. AC güç kaynağı topraklaması ticari güç kaynağı tarafındadır.

Servis ömrü (sa)

Ortam sıcaklığı 
(°C)

Sıcaklıktaki her 10°C'lik yükselişte 
servis ömrü yarıya iner.

ŞUNDAN

ŞUNA
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Anahtar koruma fonksiyonu İlgili kataloglar

Aksesuarlar (Ayrıca Sipariş Edin)

Anahtar koruma fonksiyonu, hatalı işlemlerden veya ayarlardan 
kaynaklanan arızaları önler.

Bu katalogda açıklananların dışındaki ürün ayrıntıları, ek 
seçenekler ve bilgiler için lütfen ürünlerin veri sayfalarına 
bakın.

Kapak, alkol kullanılarak temizlenebilir.

Sert kapak
Y92A-48

Yumuşak  
kapak
Y92A-48F1

Modellerin Listesi

Tip Sınıflandırma Konfigürasyon Harici 
bağlantılar Ayarlar Görüntülenen 

haneler Çıkışlar Güç kaynağı gerilimi Model

H7CC-A
Seri

Ön ayar 
sayacı

・ 1 aşamalı ön 
ayar sayacı
・ Toplam ve ön 

ayar sayacı

8 pimli 
soket

1 
aşamalı

6
hane

Kontak çıkışı (SPST)
100-240 VAC H7CC-A8

24 VAC/12-48 VDC H7CC-A8D

11 pimli 
soket

Kontak çıkışı (SPDT)
100-240 VAC

H7CC-A11

Transistör çıkışı (SPST) H7CC-A11S

Kontak çıkışı (SPDT)
24 VAC/12-48 VDC

H7CC-A11D

Transistör çıkışı (SPST) H7CC-A11SD

Vidalı 
terminaller

Kontak çıkışı (SPDT)
100-240 VAC

H7CC-A

Transistör çıkışı (SPST) H7CC-AS

Kontak çıkışı (SPDT)
24 VAC/12-48 VDC

H7CC-AD

Transistör çıkışı (SPST) H7CC-ASD

Ön ayar 
sayacı/
Takometre

・ 1 aşamalı ön 
ayar sayacı
・ 2 aşamalı ön 

ayar sayacı
・ Toplam ve ön 

ayar sayacı
・Seri sayacı
・Çift sayaç
・İkiz sayaç
・Takometre

2 
aşamalı

Kontak çıkışı 
(SPST+SPDT)

100-240 VAC
H7CC-AW

Transistör çıkışı
(DPST) H7CC-AWS

Kontak çıkışı 
(SPST+SPDT)

24 VAC/12-48 VDC
H7CC-AWD

Transistör çıkışı
(DPST) H7CC-AWSD

Kontak çıkışı (SPDT)+
Transistör çıkışı (SPST)

100-240 VAC H7CC-AU

24 VAC/12-48 VDC H7CC-AUD

H7CC-R
Seri

Takometre ・Takometre
11 pimli 
soket

1 aşamalı
(1 giriş/1 

çıkış)

Kontak çıkışı
(SPDT)

100-240 VAC H7CC-R11
24 VAC/12-48 VDC H7CC-R11D

1 aşamalı
(2 giriş ve 

2 çıkış)

Kontak çıkışı 
(SPDT+SPST)

100-240 VAC  H7CC-R11W
24 VAC/12-48 VDC H7CC-R11WD
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Multifunction Counter/Tachometer

H7CC
Pursuing Ease of Use and Visibility
Easy-to-understand Replacement Period and 
Reduced Maintenance Man-Hours
Basic Features
• The white-color display improves readability, and the use of the color universal design 

further adds to visibility improvement.
• Up/Down Keys are provided for all six digits, which reduces the number of operations 

during setup and other processes.
• An easy-to-understand operation is realized by the operation guide on which each key lights up.
• The progress can be easily understood at one glance from the status indicators of the 

present value and the measurement value.
• The body depth of all models with screw terminals has been reduced to 59 mm.

Safety and Reliability
• The replacement period is notified in advance by predicting the life expectancy.
• The power supply circuit and input circuits are isolated in all models, and therefore, 

there is no need of any wiring restrictions.
• The warranty period is three years.

Other Features
• Follows the ratings, characteristics, and functionality of the H7CX-N.
• Equipped with the Output Allocation and Output ON/OFF Inversion Function.
• Equipped with a Memory Backup and H7AN Compatibility Function to facilitate problem-free conversion from H7CN/H7AN.

Features
Basic Features
Easier to Read and Operate
The white-color display improves readability, and the use of the color 
universal design has further added to visibility improvement. The keys 
of all six digits can be operated up/down for easier use. The LED 
indicator of the operable keys lights up to support setup.

Status Notification by Status Indicator
The status can be indicated by the ratio of the present value or 
measurement value to the set value, which makes it easy to 
understand the status.

Shortened Body
The body depth of all models with screw terminals has been reduced 
to 59 mm, which contributes to thinner control panels!

Safety and Reliability
Notification of Replacement Period
The life expectancy prerequisites of the counter include the relay output 
count and the deterioration of the electrolytic capacitors. In the H7CC, 
in addition to the relay output count, an alarm is displayed when the 
deterioration of electrolytic capacitors due to the cumulative run time 
reaches the standard value, and planned maintenance is supported. 
Note: For details, refer to Replacement Period Notification Function 

on pages 41 and 57.

Isolated Power Supply and Input Circuits
In all models, the power supply circuit and input circuits are isolated. 
Previous non-isolated counters had wiring restrictions and could be 
damaged if wired incorrectly. The H7CC removes these worries.

Three years Warranty
A three-year warranty is offered to enable secure use.
Note: For details, refer to Period and Terms of Warranty on page 64.

Refer to Safety Precautions page 61.

For the most recent information on models that 
have been certified for safety standards, refer to 
your OMRON website.

Simplified operation 
by the Up/Down Keys 
for all six digits

The operable keys 
light up to support setup

Color universal 
design further 
improves visibility

White-color 
display 
improves visibility

Three indicators light up 
when the status reaches 50%

All indicators light up 
when the status reaches 100%

Models with Screw Terminals: 59 mm
Models with Sockets: 

63.7 mm (case dimension)

New models Previous 
models

Relationship between the life expectancy of 
electrolytic capacitors and temperature (Example)
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The life expectancy reduces 
to half when the temperature 
rises to 10°C.

H7CC
Input 
terminal

0V 
terminal

COM terminal

-V +V

DC stabilized 
power supply

There is no sneak current 
from wires because of 
transformer-type power supply.

* Grounding of 
AC power supply 
implies grounding 
at the commercial 
power supply side.

AC power
 supply *

PLC or 
other output terminals

Digital Timer

H5CX

product details
Cat. No. L111-E1

Multifunction Counter/
Tachometer

H7CX

product details
Cat. No. M081-E1

Multifunction Counter/
Tachometer

H7CX

product details
Cat. No. M079-E1

Related Documents
Refer to individual Datasheets for further information.

Digital Timer

The Timer with the Shortest Body 
in the Industry*

H5CX-£-N

*Models for 24 VAC/12 to 24 VDC.
 According to OMRON investigation June 2009.

Standard/Economy Type
H5CX-A/-L series

Six-digit Type
H5CX-B series

H7CX 

Multifunction 
Counter/Tachometer

Released 
Simultaneously

Shortest
Body

Ordering Information
List of Models

Type Time specifications Operating modes External 
connections Input Output Supply voltage Models

H5CX-A
series

0.001 to 9.999 s
0.01 to 99.99 s
0.1 to 999.9 s
1 to 9999 s
1 s to 99 min 59 s
0.1 to 999.9 min
1 to 9999 min
1 min to 99 h 59 min
0.1 to 999.9 h
1 to 9999 h

Timer Mode
A: Signal ON Delay I 
A-1: Signal ON Delay II
A-2: Power ON Delay I
A-3: Power ON Delay II
b: Repeat cycle 1
b-1: Repeat cycle 2
d: Signal OFF Delay
E: Interval
F: Cumulative
Z: ON/OFF-duty-adjustable flicker
S: Stopwatch

Twin Timer Mode
toff: Flicker OFF Start 1
ton: Flicker ON Start 1
toff-1: Flicker OFF Start 2
ton-1: Flicker ON Start 2

Screw terminals

Signal, Reset, 
Gate (NPN/
PNP input)

Contact output 
(time-limit SPDT)

100 to 240 VAC H5CX-A-N

12 to 24 VDC/
24 VAC H5CX-AD-N

Transistor output 
(SPST) 

100 to 240 VAC H5CX-AS-N

12 to 24 VDC/
24 VAC H5CX-ASD-N

11-pin socket

Contact output 
(time-limit SPDT) 

100 to 240 VAC H5CX-A11-N

12 to 24 VDC/
24 VAC H5CX-A11D-N

Transistor output 
(SPST)

100 to 240 VAC H5CX-A11S-N

12 to 24 VDC/
24 VAC H5CX-A11SD-N

 tekcos nip-8H5CX-L
series

Signal, Reset 
(NPN input)

Contact output 
(time-limit SPDT) 

100 to 240 VAC H5CX-L8-N

12 to 24 VDC/
24 VAC 

H5CX-L8D-N

Transistor output  
(SPST) 

100 to 240 VAC H5CX-L8S-N

12 to 24 VDC/
24 VAC

H5CX-L8SD-N

Timer Mode
A-2: Power ON Delay I
b: Repeat cycle 1
E: Interval
Z: ON/OFF-duty-adjustable flicker

Twin Timer Mode
toff: Flicker OFF Start 1
ton: Flicker ON Start 1

None

Contact output  
(time-limit SPDT + 
instantaneous 
SPDT)
Models with
instantaneous 
contact outputs 

100 to 240 VAC H5CX-L8E-N

12 to 24 VDC/
24 VAC H5CX-L8ED-N

H5CX-B
series

0.01 to 9999.99 s
1 s to 99 h 59 min 59 s
0.1 to 99999.9 min
0.1 to 99999.9 h

A: Signal ON Delay I
F-1: Cumulative Screw terminals 

Signal, Reset, 
Gate (NPN/
PNP input)

Transistor output 
(DPST) 12 to 24 VDC H5CX-BWSD-N

Accessories (Order Separately)
Front Panels (Replacement Parts)

Models Applicable Timers

Y92P-CXT4G

4-digit modelsY92P-CXT4S

Y92P-CXT4B

Color

Light gray (5Y7/1)

White (5Y9.2 / 0.5)

Black (N1.5)

Added to the Series

Added to the Series

Authorized Distributor:
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Digital Timer

H5CX-@-N
Ultra-compact Timer Provides Advanced 
Functions and Security Settings.
Basic Features
• Short body with depth of only 59 mm (for 24-VAC / 12 to 24-VDC Models with 

Screw Terminals). *1

• Character height of 12 mm for better readability (on models with 4 digits).
• The present value display characters can be switched between red, green, 

and orange. *2

Safety and Reliability
• Power supply circuit and input circuits are isolated for safety and reliability. *3

• New set value limit and output counter functions have been added.  *4 

Other Features
• Front Panel can be changed to white or light gray. *5 
• Models with instantaneous contact output added to the series. 
*1. For 100 to 240 VAC Models with Screw Terminals 78 mm, Models with Sockets: 63.7 mm 

(case dimension).
*2. The H5CX-A11, H5CX-L8 and H5CX-B Timers have only red characters.
*3. Specifications: 100 to 240 VAC
*4. The value of the output counter can only be monitored. It cannot be reset.
*5. Replacement Front Panels sold separately.

Features
Basic Features
Ultra Short Body
The body depth has been greatly reduced. Helps in making thinner 
control panels. (Models with Screw Terminals)

Easier to Read
For better readability, the character height for the present value display 
is 12 mm (on models with 4 digits), the largest class in the industry. The 
wide viewing angle and brightness provide excellent visibility.
The number of display segments has also been increased to make settings 
easier to understand, and the present value display can be switched between 
red, green and orange so that output status can be seen from a distance.

Note: The H5CX-A11 and H5CX-L8 Timers have only red characters.

The Easiest Operation
Operation is simplified by the 
Up/Down Keys for each digit 
on 4-digit models and Up Keys 
for each digit on 6-digit 
models.

Safety and Reliability
Isolated Power Supply and Input Circuits *1
Power supply circuit and input circuits are isolated for safety and 
reliability. 
Previous non-isolated timers had wiring restrictions and could be damaged if 
wired incorrectly. The New H5CX removes these worries.  

*1. New Models (H5CX-@-N) with 100 to 240-VAC specifications. 

Set Value Limit
You can set an upper limit for the set value to prevent unexpected 
operation of output devices caused by setting mistakes. 

Output Counter
An output counter counts the number of times that the output turns 
ON. (An alarm can be set and the value of the output counter can be 
monitored, Unit: 1,000 operations.) This counter is useful in managing 
the service life of the Timrrer or the load.

Refer to “Safety Precautions” on page 41. 

For the most recent information on models that have been certified for 
safety standards, refer to your OMRON website.

New models Previous 
models

24-VAC / 12 to 24-VDC Models with Screw Terminals: 59 mm
100 to 240-VAC / VDC Models with Screw Terminals: 78 mm *
Models with Sockets: 63.7 mm (case dimension)

* The shortest body for a timer with isolated power supply and input circuits and a maximum 
ambient temperature of 55°C (according to OMRON investigation in June 2009).

Model with 4 Digits Model with 6 Digits

(Display example)

12 mm
(actual size)

10 mm
(actual size) Previous 

models
New 

models

Easy to read from the top, bottom, and sides!

Model with 4 Digits Model with 6 Digits

–V +V

Output terminal on PLC 
or other device

AC power 
supply *2

H5CX
Previous

Input terminal

0-V terminal

COM terminal

Forget These 
Worries with the 
New H5CX

Stabilized DC 
power supply

*2. The AC power supply ground is on the commercial power supply side.

Worry-free operation 
is achieved with the 
New H5CX by 
restricting the time 
that can be set.

H7CC 
Datasheet

Cat.M094-E1

H5CX-□-N
Datasheet

Cat.L111-E1

H5CX-□-N
Pamphlet

Cat.L113-E1
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