PRODUCT OMmRON

NEWS Product Discontinuation
. Issue Date
Notices October 1, 2021

RFID Systems No. 2021079CE

Discontinuation Notice of RFID System Handheld Reader Writer V600-CH

series.
Product Discontinuation Recommended Replacement
Hand-held Reader Writer Hand-held Reader Writer
Model V600-CHUD 0.8M Model V680-CHUD 0.8M
Model V600-CHUD 1.9M Model V680-CHUD 1.9M
Model V600-CH1D-V2 Model V680-CH1D
Model V600-CH1D-PSI Model V680-CH1D-PSI

[ Final order entry date ]
The end of September, 2024

[ Date of The Last Shipping ]
The end of December, 2024

[ Scheduled date of maintenance close ]
The end of September, 2031

[ Caution on recommended replacement ]
The V680-series Hand-held Reader/Writer can use commands in either the V600 command format or
The V680 command format. By using V600 commands, production lines that previously used a V600-
series Reader/Writer can use the same with the V680-series Hand-held Reader/Writer.

[ Difference from discontinued product ]

Recommended Body | Dimen- Wire Mounting | Charac- | Operation | Operation
replacement Model Color | sions | connection | Dimensions | teristics | ratings methods
V680_CH[] *% * **% - * * *
** . Compatible

: The change is a little/Almost compatible
-- : Not compatible
- : No corresponding specification

[ Product Discontinuation and recommended replacement ]

Product discontinuation Recommended replacement
V600-CHUD 0.8M V680-CHUD 0.8M
V600-CHUD 1.9M V680-CHUD 1.9M
V600-CH1D-V2 V680-CH1D
VV600-CH1D-PSI V680-CH1D-PSI

OMRON Corporation Industrial Automation Company No. APDE-210776-G




[ Dimensions ]

OMmRON

Product discontinuation
Model V600-CH[]

V600-CHUD
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V600-CH1D-V2

Vinyl-insulated round cable, 3.5 mm dia.
Standard length: 1.9 m
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V600-CH1D-PSI

Vinyl-insulated round cable, 3.5 mm clia./

Standard length: 2.5 m
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Vinyl-insulated round cable, 3.5 mm dia. - -—
Standard length: 2.5 m
Unit: mm)




[ Dimensions ]

OMmRON

Recommendable replacement
Model V680-CHI[]
V680-CHUD
Operation indicator Activate switch
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Ferrite core
Vinyl-insulated round cable, 3.8 mm dia.
Standard length: 0.8 or 1.9 m
(Unit: mm)
V680-CH1D
Operation indicator Activate switch Reset button
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Vinyl-insulated flat cable, 1.8 mm dia. = 2
Standard length: 0.18 m Connector
Connector
(Unit: mm)
V680-CH1D-PSI
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[ Characteristics ]

OMmRON

Product discontinuation Recommendable replacement

Model Model Model
e VG00.CHUD V600-CH1D-| V600-EHH1D- VE80.CHUD | V630.GH1D VesgeH1D-
+509,
Supply voltage 2.0 VDC 5% (at Reagéor/?//VDri?er_icfr)mector)
Current consumption 250 mA max. (supply voltage:5.0 V) 500 mA max. (supply voltage:5.0 V)
Ambient operating temperature -10 to 55°C 0to40°C
Ambient storage temperature 35 % to 85 % (with no condensation)

Ambient operating humidity

-25to0 65°C

Ambient storage temperature

35 % to 85 % (with no condensation)

Degree of protection

IEC60529, IP63 (See note.)

Insulation resistance

50 MQ min. (at 500 VDC) between connector terminals and case

Dielectric strength

1,000 VAC, 50/60 Hz for 1 min between connector terminals and case
(leakage current: 1 mA max.)

Vibration resistance

10 to 150 Hz, 0.2-mm double amplitude at 15 m/s? acceleration in 6 directions
10 times for 8 minutes each

Shock resistance

m/s* (approx. , 3 times each in6 directions (up, down, right, left,
150 m/s? ( 15 G), 3 ti h in6 directi (up, d ight, left
forward, reverse)

Material Case: ABS resin; Nameplate: PET resin

Approx. 160 g | Approx. 110 g Approx. 110 g Approx. 170 g |Approx. 120 g

Approx. 120 g . . (0.8 m) . .
Wei ; (with cables | (with cables (with cables | (with cables
eight (with cables and 1409 (1.9 m)
and and . and and
connectors) (with cables and
connectors) | connectors) connectors) connectors) | connectors)

Cable length 0.8m,19m 25m 0.8 m 0.8m,19m 25m 0.8m
Diagnostic function Checks for CPU errors, memory errors, and communications errors
Frequency band 530 kHz 13.56 MHz
ID tag V600 series V680, V680S series

Note: This does not include the connector section. The main unit is not resistant to chemicals or oils.

Specifications and prices in this product news are as of the issue date and are subject to change without notice.

Only main changes in specifications are described in this document. Please be sure to read the relevant catalogs, datasheets, product

specifications, instructions, and manuals for precautions and necessary information when using products.
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